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FOREWORD

The exploratory development described in this report was conducted by
Xerox Corporation, Electro-Optical Systems, Pasadena, California, and

was performed under Air Force Contract F33615-70-C-1671, Project No. 3145,
Task No. 314521. The period of performance was 22 June 1970 through

22 December 1971,

This report was submitted by the authors on 15 December 1971 as Electro-
Optical Systems Report 4058-FR. The work was done under the direction of
L. S. Harootyan, Jr. and I. F. Luke, AFAPL/POE-1, Air Force Aero Propulsion
Laboratory, Air Force System Command.

The publication of this report does not constitute Air Force approval of
the report's findings or conclusions. It is published oniy for the ex-
change and stimulation of ideas.

James D. Reams, Chief
Energy Conversion Branch
Aerospace Power Division
Aero Propulsion Laboratory
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ABSTRACT

Xercx Corporation, Electro-Optical Systems, has conducted an analytical
and experimental program in the continued exploratory development of
regenerative hydrogen-oxygen fuel celis. All work was on cylindrical
single cells rated at 40 ampere-hours actually delivered, with the
charge~discharge sequence simulating that of a satellite in synchronous
orbit. It was demonstrated that regenerative fuel cells of the design
described in the report are capable of cyclical storage and release of
20 watt-hours of electrical energy per pound of energy storage system.
Preliminary envirommental tests indicated that lightweight cells will

withstand vibrational, thermal, and space vacuum conditions. A four-cell

breadboard system was fabricated and tested through 23 cycles of a sim-

ulated synchronous orbit eclipse period prior to delivery of the breadboard

as a contract hardware item,
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. Air Force Aero Propulsion Laboratory, Air Frcce System Command.

SECTION I

INTRODUCTION

‘The electrolytically regenerative fuel cell is an electrochemical energy

storage device, wherein the energy density per unit weight substantially
exceeds present acceptable power sourcss.™ This concept of an energy
storage device, offering reduced weight for a given required energy
storage package, is potentially attractive for orbital and intorplanetsry
space application. Xerox Corporation, Electro-Optical Systems, has been
conducting 2 program to design, -dévelop, and test a Regenerative Fuel
Cell Energy Storage System (ESS), utilizing the available technology
gained in.the development of the EUS-RHO-24 A.H. cylindrical fuel cell.
The éffort of this program has bLeen conduct.d under the auspices of the
The EOSvcylindrical regenerative hydrogen oxygen fuel celi‘is a basic
electrochemical cell serving the dual function of a primary fuel cell
and a water elecurolysis cell.- The cell consists of a capillary matrix,
containing electrolyte, sandwiched between two catalytically activated
porous eclectrodes. The configuration of the cell is cylindrical, which
utilizes the inner core volume as the hydrogen gas reservoir and the
space external to the core and within the outer pressure vessel as the
oxygen gas reservoir. During the charge operation, the cell functions
as a4 water electrolysis cell, whereby water in the electrolyte contained
matrix is electrolyzed producing hydrogen at the cathode and oxygen at
the anode. The gases so evolved are stored at pressure in intimate con-
tact with the respective eloctrodes. During discharge, in the fuel cell
mode, the stored gases react at the electrodes to form water, which is

. absorbeu into the electrolyte containing matrix. The electrolyte employed

is a 30 percent aquenus potassium hydroxide solution of a quantity which
i3 completely absorbed in the matrix with no free liquid in the syste..
The entire fuel cell is a completely scaled self-contained unit. The
design of a Regenerative Fuel Cell Energy Storage System requires the
grouping of a number of individual cells in a circuitry pattern to de-
liver power at some desired voltage-amperage level.

The Program Flan, as initiated, consisted of the design, development,
and testing of a 20 watt hour per pnund r.generative fuel cell energy
storage system. During the program, a number of modifications and
additions to the work scope had to be made. The scope of work is shown
in Appendix I.

Task I of the program involved thorough review of Contract F33615-70-C-1671
and preparation of a program master schedule as a milestone forecast. Tasks
I1, II1, and IV entailed the design and fabrication of boilerplate test
cells to allow greater flexibility and simplicity for test cell fabrication.
The boilerplate test cells were usad for parametric studies of the
electrochemical performance of the materials and components used in
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the EOS regenerative fuel cell. Cell optimization of the various cell
components, both mechanical and electrochemiczl components, was uander-
taken during this porticn of the work scope. Task V and Task VI comprised
the design effort of a complete breadboard regenerative fuel cell energy
storage system, modular at the single cell level, that would be fully
representative of a larger system in all performance aspects. Tiis effort
was to include the selection and identification of all componants of the
ESS.

Task VII involved the desigr of lightweight cells and was divided irnto
two major subtasks. The first includes the work required to optimize the
single cell configuration, with special emphasis on stress and dynamic
analysis, thermodynamic analysis, material analysis, and the incorporation
of the recommendations of the analyses into documentation as required for
the manufacture of the breadboard cells. The second effort of this task
included parametric analyses, spacecraft integration considerations, and
the generat.ion of a conceptual design of a 1 kw energy storage system.
Functional and environmental testing of the critical components cf the
energy storage system was undertaken in Tasks VIII and IX. This effort
included the fabrication of several prototype lightweight cells. Tasks X
and XI constituted the fjaal design and design review, based on the tech-
nological data and info.mation generated during all previous tasks. The
complete breadboard svstem, fabrication and assembly, was accomplished in
Task XII; and the system was cested to the cyclic regime as specified in
the contract, modified to pernit two cycles per day. The delivery of the
tested breadboard regenerative fuel cell energy storage system to the

&ir Force Aero Propulsion Laboratory was the scope of Task XIII.
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SECTION II

SUMMARY OF THE ACTIVITIES

This report describes the effort and results of a program to develop a 20
watt hour/pound regenerative fuel c~jl energy storage system under Contract
F33615-70-C-1671 for the United S’.ates Air Force, Air Force Systems Command,
Alr Force Aero Propulsic Laboracory, Wright-Patterson Aic Force Base, Ohio
45433,

The program initially concentrated on electrochemical performance of the
materials and components used in the EOS Rechargeable Fuel Cell Mcdel
RHO-24AH-Mod. I, The cylindrical configuratior of the Model RHO-2¢AH fuel
cell was retained, but an increase in the length of newly d<signed boiler-
plate shells and core assemblies increased the cell rating to 40 A.H.

Using the boiler-plate configuration, cells weve test>d using Allis-Chalmers
Type VI oxygen electrodes, an EOS composite potassium titanate matrix, an
EOS platinized sintered nickel plaque for the hydrogen electrcde, and a 30
percent by weight potassium hydroxide solution as the electrolyte. The
materials and components of the test cells have been selected, bared on the
results of previous development and evaluation work done at Electro-Optical
Systems. Parametric studies >f cell performance at varying envircwmental
temperatures and increased prossure for added capacity were made to deter-
mine the optimum conditions for enhancing increased cycle life. The test
cells were cycled on a 10 hour charge at 4.0 amps/72 minute discharge at
33.3 am.s test regime. The results of these tests was the attai ment of
some cells to be life tested for over 100 cycles and one cell to surpass
200 cycles with some degree of perfoirmance deterioration. An an-lysis orf
the failure modes of the cells indicate a catastrophic combustion within
the cells due to the combination of hydrogen and oxygen gas. The cross
leak sources in the cell have been through the matrices, due to loss of
liquid (electrolyte) or excessive pressure differentials, or through the
edge seals of the inner core cell assembly.

During the final phase of the program, it was determined that it would be
more advantageous to deemphasize the effort required to deliver the speci-
fied hardware (12 cell breadboard ESS), and utilize this effort to advance
the integrity of the cells as to cycle iife. This contract modification
resulted in a more thorough analysis of tre failure modes of the cell, with
a resultant edge seal design modification which greatly reduced the seal
leak problem. The final hardware delivory was reduced to a 4 cell bread-
board SS, made up of cells incorporating the new edge seal design. The
breadboard has been subjected to a limited number of test cycles and yielded

approximately 16 to 17 watt hours per pound without an investigation into
weight op_.imization.
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The feasibility of using the cylindrical regenerative fuel cell concept
as a modular huilding hlock to fabricate large energy storage systems has
been demonstrated in this contract, but further technological advancements

are raquired, on the cell level, to increase cycle life and minimize per-
formance degradation.
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SECTION III

SINGLE CELL EVALUATION

3.1 ZIEST CELL DESIGN

Early in the program, it was determined that a heavy weight or "boiler-plate"
cell assembly would be beneficial as a test ted for accumulating necnssary
data for the anticipated many cells to be tested. The "boiler-plate" sasembly
has the advantage of being reusable, less effort in assembly, and readily
accessible for internal cell modification or inspection. The design ot the
"boiler-plate” shell included the capability of the vessel to withstand
internal pressures of at least four times the pressure anticipated in the
fully charged condition of lightweight cells. Pressure tests of the shell

at 2500 psig showed no leaks or deformatiun. For simplicity of fabricationm,
the boiler-piate shell is comprised of a heavy walled stainless steel pipe
with flanges at both ends, perforated for all connactions to be made at the
top. The support core is a perforated inconel sheet which is rolled and
welded into a tube, .pon which the cylindrical cell assembly (R electrode,
matrix, Oy electrode) is assembled. A bellows is employed at the base of

the support tube which isolates the hydrogen and oxygen gases, and allows

for pressure compensation due to thermal gradients. The bellows employed

i1s made of Hypalon, and has been tested for a total of over 3500 cycles

with no damage to the diaphragm. The cycle test comprised subjecting the
diaphragm to pressure differentials, in alternate direccions, from 3 psid

. to a maximum of 15 psid, in 1 psi increments.

it etk e i i G R BT
S L P e s ST SRR SR
- .

The design of the boiler-platz cell was based on a 40 A.H, capacity (200 to
60C psig total gas pressure) at a 33.3 amperes discharge current rate at
0.85 volt for a duration of 72 minutes. The internal volume of the core
assembly (Hydrogen reservoir) is  36.4 in3 and the remaining volume of the
pressure vessel (oxygzen reservoir) {s 17.95 in3. The schematics of the
"boiler-plate" cell components are illustrated in Figures 1, 2, 3, and 4.
Additional monitoring and control components have been applied to the ex-
terna! plumbing portion or the cell as schematically shown in Figure 5.

This section of the "boiler-plate" is comprised of a pressure switch which
is activated at 600 psip to shut off the source of power during the charging
mode. In addition, a burst diaphragm has been incorporated into the vessel
as a safety measure with a 1000 psig rupture rating. The total pressure
within the cell, which i{s related to the state of charge of the cell, is
mwonitored with a pressure transducer., A differential pressure transducer

is incorporated to monitor the pressure ditferential of the hydrogen and
oxygen gases across the cell. 1t is Important to closely control the pres-
sure differential to prevear icakage and consequent intermixing of the gases
which recombine slowly to torm water and a resultant pressure drop, or which
recombine quickly 5 an explosion and & catastrophic cell tailure.




[1a Taw TR

1-8G0v 03

IYn.Xtd 1534
3ivis ®30E

sozz1|@

JYALXIT ISHIL JILVId ¥aTI0d

1 ANO1A

g e .
g W
IVA 40 107 L)
T % CrviaizniN]
S i [n £-15-
|
A ie 3
]
2

K2

MY v 92-Bx

xan AN09] Vi)

nj0joiN

YRR ANN[  2O5iE NV

fleiclslnjd]mjn] -

|

ABTY S -
TR HLIOTD Wl

PHIGTEIM WBLLH

QAPMIRIA 2R O, SBIVSWE QIONYIS

AIESRS IEANIDLD SEIF DN  ERLOWN




-

(1¥04d0AS HY0D) AIVId @IIVHOdYId g JIN9Id
0 /7 1] V0 3svaus] 7/ Twe T AT Svaweo e =
) oo Fim . o —— V1VQ 30vENn
( £0/-850A-03F | SOLTL R NOLLVONdaY a0 ALD peontd “ON TVIN3S JAUDI4ST
d Sy spuvemol | wessyyguivey { NO GIN | ASTY ION [ LR L
{ 1 sl §2% 73NOOW
v S0 TIID T2 IKNYOMWILD a.ﬁaﬂuﬁ.v k 4
*
1 RV R T ] -] . T
ANVINGD XOWBX ¥ W warso s NG VI
- TRION JOWANIHLD SETWN
SIVINILVA 20 A%11 TO3N ALD
R e T WY - -
T ot J 3 OP27 4
ﬁeWZ.J(U.r(ZUOU.Ner 00.0 oo [v]T]
i YOI NON ) 00 =
y 08..0._1 00§ 9%/ "— _l 0I0T (¥ ® ows T 2F orez0%/
1 3
m 25"
Oy Q00¢ — aoooot- ————%
) pose e —
o] 000G 204Q
> _
=P _ nat
* . ‘”
. 4|I|\-! WO -~NON 0L
ez 2 . S00® OS2 =
9ICFE
N ® SIS & 09 b
{
% 5
O0Qu ¢ plsYsTo
000 n 200
——d 000 20000 -
%00 2000 “NMONS SY S AFUVED
_ TFIFFIVLS ‘TINNQIY S¥ STTOH wa 5217 T
CSTAT SIYVHS TNV SIINTET TV FAOWRY  /
CAENIT BLYNBILIYV G2 WAV
“HNON -QAL SOOI 2GS =
SOO'FLS P $3IVES O 1 -——of
a ]
[T A ENC NOI14140%830 _E.JW— VD
SROIRIAIY oo
i | L) £ | 4

b T TR TS




O CURRENT
OLLECTOR

C

TOP CAP

w |
£ 2 3 . :
Q.
v W o Q =
-t <~ e - Wy wy
< 2 w“ x v o 2
< us -t ac l.......“ ED e
s = y s oo S< o,
< < o = o x o =)
|

[ J ® o L ) q L ] [ ) L J L) ® (] [ ] () [ ) [ X XX )
B WY N. N A S A A N S S A S A A S N S S S S A S SAASSANESKN SSS S "VIV‘"
R Z

I S I A S A AT AT G A TN ST A A A D 2 L A AT LD ST SIS S X S N T S S U B A S R A AT D AT AT L 2SN I AP B

e 2.00" DIA——» /

Tk A D YT A T A A A D AT o ST AP St 7 A A B AT LA A DA T AP T DD T AT S S S B ¢ = 4

mmW“uAnmhﬁvtrurquUHZUVunybﬂyb(Vh7VrVUWVLVUKVMYULIUYVUYVUVUVvn%uﬂvunwthLMUHVuerrv .m”m““
7

&Vﬁ\v S 0 4

4
O N N W VT VI T N W NN N " VO L W U W W, L U, O W WL W O L AL L L T L A

(¢ 1% LO 2NN © BN ¢ | o (o) O U (] L&) O 0O o]

12.23"

BELLOWS FLANGE

\- RETAINING RING

40 AMPERE-HOUR, 600 psig FUEL CELL CORE

2.450"DIA:

FIGURE 3.

LTLLy

v ks o Reaa AL nn o Ak ST ik bl SN




e A andil A N e CAb il "o d it

— g e —————T

g e pew e, — T

d (MOVIHAYIA) SMOTTIAS 113D TdNd 4 F¥NOIS
I
- u—— . ‘ ~ _ o e wA R e mmeoe WA
T w» UV IITM] /T _ A3 ONIMYEO v 3oveh
L I-ESw D3| S0LTL]D — .v_uu.LSl. I NOLVONddv B3y o) D On PN LR
ON_DMO gg OddY_AINAY WHEI Weies DORIVIWL | » 3 QSN . ASSY LGN [wadux NEHL [
b 2 33.-5 o M b
| .qvm T -smot1i3a ] NOTveAn wamwml v
_ J TS 10 —
m L 3D 3and L. wwA oMmMM“II
! t ﬁ - xope | e Wened MO0
' !SliﬁoxL=x( MHHmmummmmmmmmm TROMN NS C/Y
¢ 0N LLLNOD IO ISUNEIUO BETMA
SIVINILVR JO 1§17 Q038 ALD
A T ) e I Y- i A L
v v

L _ ‘

-Q_l Ico»—ilbtJ'aJJ I

g SO T 059 2 aE

N _
v

N-¥ NOIAD3S

43% wWwaq a0
-1 _lJ po—— S00-+ 902°
[=2-1-0

- s 0% \..8 -
o> g RN
* g wol | amaones semo sere wmion
SLO° 52"

& a

)]
Crr T ROITaTIEs e —

SNOISIAZY

1 1 T * € _ v

..!E..l.lb LR Y AR

P




4172C

NEGATIVE CONNECTOR °'22%’§§?,'£'E‘“ POSITIVE CONNECTOR
\_—;RANSDUCE-R—-/-
PRESSURE SWITCH - PRESSURE TOTAL
___r___[ TRANSDUCER

_\
b
O I s s

%

100al
%
v

UMY

SITEEY ATy

N\

LN

A=A

e Ity
NNSNNNR

[ 4
[ X
N

%

—_‘\— BURST DIAPHRAGM

FICURE 5. EXTERNAL COMPONENT ASSENSLY

,..
<




B\t |

TRV TR TR RORR A T

T

L i Inc i

A preliminary "boiler-plate" desigr analysis task was undertaken which is
included in this ceport - Appendix II. The analysis report includes volume
calculations to establish proper component dimensions, stress analysis of
the pressure vessel, and thermodynamic analysis of the EOS regenerative
iuel cell,

3.2 PARAMETRIC STUDIES OF ELECTROCHEMICAL PERFORMANCE

Using the boiler-plate shell and internal configuration as previously de-
scribed, 15 c21ls have been assembled for evaluation of the electrochemiral
per formance of the materials and components used in EOS Rechargeable Fuel
Cell Model RHO-24AH-Mod I.

These are:

Oxygen Electrode Allis Chalmers Type VI, or equivalent. 2

Hydrogen Electrode EOS sintered nickel plaque with 20 mg Pt/cm”.

Matrix - EOS composite, containing 80 percent potassium
titanate (KT), 10 percent Teflon, and 10 per-
cent asbestos fiber.

Electrolyte - Potassium hydroxide solution, 30 percent by
weight, with no additives.

The materials and components listed above have been chosen based on the
results of extensive test work and evaluation performed under Contract No.
NAS 3-10948, 'Development of Hvdrogen-Oxygen Electrolytic Regenerative
Fuel Cell", for National Aeroniutics and Space Administration, Lewis
Research Center. The Final Renort on this work has been approved by NASA
an¢ has been published for preliminary distribution.

The inicial portion of the test program was devoted to tasks of evaluating
EOS regenerative fuel cell nerformance characteristics as a function of
environmental temperature, pressure, and life cycle capabilities. The
secondary phase of the test program consisted of fabricating and testing
cells to optimize various cell components and/or design modifications to
advance the technological state-of-the-art and subsequently increase cycle
life and reliability. Table I is & complete list of all the cells which
were fabricated during this program, with cell description and results
ootained. Table I includes the pro*.cype and deliverable flight hardware
(lightweight) cells as well as thz: "boiler-plate” test cells,

The test cells were operated or a 12 hour cycle, which consists of a 4.0
ampeve charge rate for approximatelv 10.3 hours duration, followed by a

72 minure discharge at a rate cf 33.3 amperes. The total pressure of the
ceil ranges from approximately 100 psig at the end of discharge and begin-
ning of charge, te approximatelv 600 psig at the full charge mcde. A

600 psig rated pressure switch automatically removes the cell irom the
charging power source. During this described cycle regime, tue cell is
continually monitored and the data recorded periodi._-'1, througt each test,
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Each test cell is instrumented as follows:

1. Voltmeter + 17
2. Ammeter + 1%
3. To.-1 Pressure Transcucer + 2%
4. Difiarential Pressure Transducer + 2%
5. Cell Jall Temperature Thermocouple + 1%
6. Test Chamber Temperature Thermocouple + 1%

A polarization scan (volt-amp curve) on charge and discharge was periodi-
cally performed to help define the overall electrochemical operation of
the cell. The voltage ampere scan was performed, during a discharge cycle
by manuzlly varving the load on the fuel cell from 1.0 amps to 50 amps, in
approximately 10 amp increments, and recording the stabilized voltage at
each of the load increments. The charge and discharge polarization scane
were performed during the discharge mode of a cycle.

3.2.1 Temperature Tests

Cell No. 4£>8-2 was flushed and set up in a test station regulated at 50°¢.
The cell wa- charged at 10 amps to check out the internal volume balance.
The cell showed 2n increasc in differential pressure on the Hy side. The
vojumes were corrected by adding stainless steel tubing, externally, to

the hydrogen chamber.

On the first cycle, the cell was charged at 15 amps for 3.42 hours. The
pressure rose from zero to 590 psig where the pressure switch removed the
cell from charge. The charge voltage rose from 1.73 to 1.78. Figure 6
shows the cell discharged at a plateau voltage of 0.83 to 0.82 at 33 amps
for the first 40 minutes, then fell off during the remaining 32 minutes
of the cycle. The second and third cycles were run in 24-hour periods.
The cell was charged at 2 amps until the pressure switch removed it from
charge, then switched to a 72 ninute discharge after the elapse of 27.8
hours. Figure 6 shows an average discharge of 0.81 volts on cycle No. 3.
The three cycles were considered sufficient to qualify the boiler-plate
design.

The cell was allowed to operzte for a total of 9 cycles. The cell was
then completely discharged ond transferred to another station so that part
of the .~~t area could be worked on. During recalibration cf the trans-
ducers, it was discovered that the cell contained an internal leak. The
core was removed from the pressure vessel and a leak was found in the
bellows seal area. Tightering the bellows mount screws eliminated the
leak. The cell was reassembled and placed on test for additional cycles.
On cycle No. 12, a catastrophic failure occurred during the night., No
further cycle data is available because the data scanning system was not
yet operating,
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An inspection analysis of this cell revealed a burned area approximately

0.5 iach long just below the upper edge seal. The burn section extended
through the matrix and the hydrogen electrode. Both the top and bottom
Ethylene Propylene edge seals wére charred and the Hypalon bellows was
badly burned. The cause of failure was a faulty or inadequate edge seal
or a defective bellows.

Cell No. 4058-3 was fabricated and instrumented in the same manner as

Cell No. 4058-2. The cell was placed on test on a 12-hour cycle regime

at 80°C rather than 50°C as in the case of Cell No. 4058-2. The cell ,
was found to be lacking H, volume on the preliminary cycles. The 1.0 in

of volume was added to the hydrogen side. The cell failed catastrophically
op the 20th cycle. On the 19th cycle, the pressure differential went to
tbz 0y side probably hecause of external leakage. The cell voltage dropped
co zero and it was reversed charged by the series batteries twice during
the 19th cycle. On the 20th cycle, the cell was fully charged. During

the subsequent discharge, the cell again reversed because of the low Hj
differential and then failed.

Cell No. 4058-7 was fabricated and instrumented in the same manner as th2
other cells. During the prsliminary cycles, this cell was found lacking
in hyvdrogen volume. One in~ of volume was added to the hydrogen side of
the cell. The cell was put on a 12-hour cycle at 80“C; on the third dis-
charge cycle, the load was at 37 amps. The cell totally discharged and
was reverse charged. This condition subjected the cell to a 5.25 psi
differential on the Hy side. The cell would not take the subsequent
charge., Examination revealed that the bellows was leaking, but the rest
of the cell was undamaged. Since the core was inadvertently in water
while locating the leak, this cell was not put back on test.

Cell No. 4058-9 was fabricated and inst-umented in the same manner as the
other cells. One in3 of volume was added to the Hy, side of this cell after
the preliminary cycles., The cell was put on a 12-hour cycle at 80°c.

The cell ran 10 cycles, then failed when the nylon tube, which acts as

an insulator to the differential transducer, broke. The nylon tubing

has been replaced with a ceramic insulated feedthrough on the remaining
cells. Figure 7 shows this modification of the top plumbing assembly,

Cell No. 4058-~11 was fabricated and instrumented in the same manner as

the previous cells. This cell was put on a 12-hcuar cycle at 80°c. 1.5 in
of volume was added to the hydrogen side of this cell in order to balance
volumes., This cell completed the prescribed 30 cycles at the elevated
temperatire and was retained on cycle test for life evaluation. The cell
failed on the 6lst char_. cycle due to bellows failure caused by chemical
attack on the oxygen side of the Hypalon diaphragm.
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The data, Figures 8, 9, and 10, indicates that the operation of the cell

at 80°C regults in electrical performance which is suverior to the opera-
tion at 50 C by approximately 50 mv in both the charge and discharge mcde.
The rate of voltage degradation was 0.83 millivolts per cycle in the

charge mode and 0.46 millivolts per cycle in the discharge mode. The
combined degradation, fo. the same cycle duration, is higher than that

seen in Cell No. 4058-10 wiich had operated at a lower temperature; however,
the voltage effiziency of the cell at 54 cycles was greater (46.07%) because
of the increased performance at higher temperature.

Cell No. 4058-13 was fabricated and instrumented in the same manner as the
previous cells, This cell was put on a 12-hour cycle at 30 C. 1.75 in3
of volume was added to the hydrogen side of this cell in order to balance
out volumes. This cell had completed 127 cycles prior to shutdown on

5 April 1971. This cell was opened for inspection and a new Hypalon
bellows was substituted. The cell was put back on test on 29 April 1971
after flushing five times with hydrogen and oxygen from 10 to 95 psig.
During the charge cycle, the total pressure of the cell reached 444 psig.
The final 2 hours of charge resulted in only a 17 psig rise. After final
discharge, the cell was inspected and leakage through the electrodes-matrix
assembly was evident at a 2 psid. In the 128th cycle, the voltage effic-
iency was approximately 42 percent as compared to the efficiency of slightly
over 43 percent in the 92nd cycle. The cell performance characteristics
are demonstrated in Figures 11, 12. and 13.

Cell No. 4058-15 was fabricated and instrumented in the same manner as §he
previous cells, This cell was put on a 12-hour cycle at 1007c¢c. 2.0 in

of volume was added to the hydrogen side in order to balance the volumes
of this cell. Figures 14 and 15 show that therc has been little change in
electrical performance over the first ten cycles. The average degradation
over the first 23 cycles was 5.10u volts per hour on the dischargze mode at
400 psi. The curreut efficiency :> of Cycle No. 9 was 51.6%. This was
the highest efficiency rate which wos accomplished up to this time; the
lowest was that of the 30 C cell. Thezc efficiency rate differences show
that higher efficiency is accomplished at higher temperatures.

3.2.2 Pressure Tests

Cell No, 4058-14, a standard 48 A.H. fuel cell designed for 600 psig, was
put on the 12-hour cycle at 50 C. It was cycled 6 times between the pres-
sures of ADO and 124. Figure 16 and 17 show typical performance on Cycle

3 under these conditions for charge and discharge. On Cycle 7, the cell
was charged from 374 psig to 700 psig and then discharged at 23 amps down
to 132 psig in 95 minutes. The cell performance remained unchanged and a
gain of 12.7 amp hours was achieved. On Cycle 8, the cell was charged from
120 psig to 804 psig, then discharged down to 133 psig in 108 minutes. A
gain of 20 amp hours was achieved with nc loss in performance. On Cycle 9,
the cell was charged from 120 psig to 903 psig and discharged down to 125
psig in 125 minutes. A gain of 29.3 amp hours or a total of 69 amp hours
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with no performance loss was demonstrated. 1000 psig was the goal of the
next cycle; however, the cell failed catastrophically at 974 psig. The
results of this test show that the cells can possibly be designed with
smaller volumes and run at a higher pressure. Another possibility would
be to use the extra capacity provided by this cell design. Both possibil-
ities will raise the energy density characteristics of the regenerative
fuel cell, the first by removing weight, and the second by adding capacity.

3.2.3 Life Testing

Cell No. 4058-6 was fabricated and instrumented in the same manner as
Cell No. 4058-2. This cell was put on a 12-hour cycle at 50°C. On the
first cycle, the differential pressure varied from 1 psi at the beginning
of charge to 0.25 psi at end of charge, with the higher pressure on the
oxygen side of the cell. During the first ten minutes of discharge, the
voltage fell ofr from 0.75 tc 0 volts at a load of 33 amps. The cell was
discharged back to 0 psig by reducin, the current to 1 amp. It was pos-
tulated that the oxygen pressure differential caused the electrolyte to
flood the H, electrode, which has no .oflen wetproofing. The cell was
taken apart and examined. It was found that the bellows was installed

as shown in position A of Figure 18. 1In this position, the spring con-
stant of the bellows forces the differential to remain on the oxygen side.
When the differential becomes greater than the spring constant, the
bellows will flip through to the other position. The bellows was reversed
to position B shown in Figure 18, and the cell was put back on test. 1In
the subsequent cycles, the differential remained on the hydrogen side and
the cell operated normally. It was observed that a three to four pound
differential is required to move the bellows from one side to the other.
This could be changed by using a softer rubber and, if possible, a large
diameter bellows.

Cell No. 4058-6 ran 30 cycles at SOOC and then was placed on life cycle.
The cell failed on Cycle No. 41. On Cycle 40, the power supply failed

and the cell was not fully charged. The cell was discharged and developed
a differential pressure of over 5% psi near the end of discharge. The
bellows was found to leak and was replaced. The cell failed on the fol-
lowing cycle. During the 41lst cycle, total pressura dropped from 518 to
132 psi in 10 minutes, indicating internal leak and zas recombination.
Post failure inspection revealed a hole burned through the matrix and

both electrodes about one inch from the top.

The performance characteristics of this cell are depicted in Figures 19
and 20, and indicate a small amount of performance degradation in both
the charge and discharge modes during the 30 cycle span. Figure 21 shows
the polarization scans for Cycles 17 and 29. The charge polarization
scan rose slightly, but the discharge scan remained essentially unchanged.
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Cell No. 4058-10 was fabricated and instrumeuced in the same manner as the
previous cells. This cell was put on a 12-hour cycle at 50°C, and 1.5 in3
of volume was added to the hydrogen side of this cell in order to balance
volumes. This cell ran for 30 cycles at 50°C and was then allowed to con-
tinue cycling for life evaluationm.

Cell No. 4058-10 had completed 221 cycles prior to shutdown on 5 April 1971
for test equipment service and calibration. The cell was opened for inspec~-
tion and a new Hypalon bellows was substituted. The cell was started on
test on 29 April 1971 by flushing the cell five times with hydrogen and
oxygen from 10 to 95 psig. During the first few hours on charge, the

total pressure of the cell dropped a significant amount. The cell was
removed from test for inspection, which revealed a series of leaks through
the electrodes-matrix assembly. The nickel wire windings were very loose
due to either wire elongation (stretching) with time and thermal cycling

or shrinkage of the matrix volume with time. The effect, for either reason,
results in a poor electrode-matrix interface with a resultant poor cell
performance. The oxygen electrode was carefully removed to expose the
matrix surface. An irregular coloration indicated nonuniformity of
electrode-matrix interfacing. This could mean that the electrode has been
functioning with a very poor current distribution over .ts surface area,.

The lack of any discoloration of the matrix on the lower portion of the
cylinder core (bellows end) could mean a substantial loss of effective

area for the cell reaction mechanism to function.

Figures 22, 23, and 24 depict the performance characteristics of this cell
on charge and discharge through the cycle life duration. The average deg-
radation in the charge half-cycle, based on readings at 5 hours of a 10
hour charge, is 0.41 millivolts per cycle (at 92 cycles, it was 0.47 mv),
showing a slight decrease in the rate of charge degradation. The average
degradation based on readings at 40 minutes is 0.63 millivolts per cycle
(at 92 cycles, it was 0.67 mv), or a slight decrease in rate of discharge
degradation.

The final complete cycle showed a voltage efficiency of approximately

40 percent. This efficiency compared fav rably with Cycle No. 184 of
slightly over 40 percent,

3.3 CELL COMPONENT OPTIMIZATION

Optimization of the various cell components fell into two general categories,
namely; mechanical and electrochemical. In the mechanical groups were con-
siderations such as weight, strength, radiation-induced cegradation of
strength, and other degradation of pr-~merties caused by exposure to the par-
ticular component's environment. The electrochemical group includes the
electrodes, matrix, electrolyte, and all electrical components that con-
tribute to resistive power losses. The mechanical components were initially
evaluated as separate entities independent of fuel cell application and
operation, The work effort related to mechanical component testing was
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interspersed throughout the program with the single cell activities of the
program. The electrochemical components were evaluated by their effect on
the performance of an operating fuel cell, and the results of this effort
are reported in the description of the additional single cells which were
fabricated and tested.

3.3.1 Mechanical Components

3.3.1.1 Bellows. - A test fixture was designed and fabricated to cycle
test various types of bellows as to life integrity. Figure 25 is a diagram
showing the fixture with the timer-cycle control and pressure feed.

3.3.1.1.1 Electroformed Bellows. - Two electroformed nickel bellows
obtgined from Servometer Corporation were immersed in 30 percent KOH at
100°C for 48 hours. They were then washed with distilled water, dried

and cycle tested using the fixture shown in Figure 25. Figure 26 shows
the bellows design. The first bellows was cycled 1227 times at the 3 psid
level, The pressure was then raised in increments of 1 psi and cycled
until failure occurred. The bellows began to leak at 12 psi after com-
pleting a total of 4116 cycles. An inspection analysis revealed a crack
in the third convolution of the bellows. The second electroformed bellows
was cycled 2060 times at 3 psid then at incrementally increased pressures.
The bellows failed at 15 psi after 3200 total cycles. The bellows failure
was due to two noticeable cracks in the third convolution.

3.3.1.1.2 Hypalon Rubber Diaphragms. ~ Two Hypalon rubber diaphragms of
the designoshown in Figure 4 of this report were immersed in 30 percent
KOH at 100 °C for 48 hours. They were ther washed clean with distilled
water, dried and cycle tested. The Jiaphragm was cycled 2000 times at

3 psid. The pressure was raisad in iacrements of ! psi until the limit
of the test apparatus, 15 psi, was reached. After a total of 5175 cycles,
the test was discontinued with n¢ damgge done to ihe Hypalon diaphragm.
The second Hypalon rubber diaphragm was cycled 1,725 times at 3 psid.

The pressure was raised in increments of 1 psi untii the limit of the
test apparatus, 15 psid, was veached. A total of 23,5253 cycles was demon-
strated with no damage t¢o the diaphragm.

3.3.1.1.3 VWelded Metal Belliows. - Twe welded incornel bellows had been
obtained from Metal Beilcws Corporation. Figure 27 shows the bellows
design. The first weided bellows sanoie was cycled 1,320 times at 2 psid.
100 times at 3 psid, 180 times at 4 psid, and 114 times ar 5 psid to give
a total of 1,694 cveles. At the end of test, the bellows was intact with
no leaks. The second welded inconel bellows was not cycle tested, but
was incorporated into test Cell No. 4058-19 for actual cell operation
evailvation., Thne bellows mount was welded directly to the bottom end of
the core suppurt, where normally a Hypalon diaphragm had been employed.
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The initial operation of test Cell No. 4058-19 exhibited a wider differen-
tial pressure swing than the cells which employed Hypalon rubber diaphragms.
It appeared as if the inconel had too great a spring constant, as its
volume dis:lgcement is less than 0.2 cu. inch per psid. The cell was cycle
tested at 80 C for 12 cycles, at which time the temperature was reduced to
50 C and continued on test.

Cell No. 4058-19 had completed 113 cycles at s50°c. Early during charge
Cycle No. 114, while charging at 12.0 amp rate to a pressure of 129 psig,
the cell suddenly began to lose pressure slowly. The charging potential
of the cell had not changed, and the charging current was turned off.

The pressure of the cell continued to slowly drop and the pressure differ-
ential slowly rose from approximately 2 psid on the hydrogen side to a
maximum of approximately 3.5 psid on the hydrogen side. The open circuit
potential of the cell remained above 1.0 volt for approximately 40 minutes
as the pressure of the cell dropped to approximately 5 psig. At this
point, the 0.C.V. dropped to approximately zero and the differential pres-
sure returned to a zero value. The cell was removed from test to be
analyzed for its apparent failure.

Visual analysis of the core revealed a possible scorch area of the oxygen
electrode at ‘ne upper portion of the core along the seam. A leak check
of the core indicated a fair leak at a 2 psid at this part of the core.
The oxygen electrode was carefully peeled away from the matrix at the
seam, which revealed a discolored portion of the matrix (burn) which had
dried and become very hard.

An attempt was made to salvage this cell by removing a portion of the
matrix which had dried out, and patching the matrix with a thick slarry

of potassium titanate and water mix. After application of the patch, the
portion of the oxygen electrode which had been peeled away from the matrix,
was returned to its original position and rewound with wire. The core was
then saturated with KOH by submerging in a KOH solution. A leak check
revealed no leak at the matrix patch, but a slight (almost negligible)

leak at the upper edge of the core.

Under these conditions, the cell was agai., assembled and placed on test.
The performance of the cell on this initial cycle (Cycle #114) is illus-
trated in Figures 28 and 29, and demonstrates performance comparisons of
the cell with Cycle #113 (just prior to failure) and with Cycle #3 (initial
performance of the cell). This data is significant in that degradation of
performance is primarily due to changing conditions of operation rather
than deterioration of cell components. Cycle 2 (115) of this rejuvenated
cell showed performance characteristics approximating Cycle #114; however,
during charge of Cycle 115, at a 5 amp raie, the pressure of the cell
suddenly dropped from 313 psig to 273 psig with a pressure differential
buildup of 50 psi on the oxygen side. The cell remained on charge for
approximately an additional one hour, during which time the pressure
dropped to 102 psig, the differential pressure decreased to 35 psi, and

the voltage was maintained at a reasonable charging potential (1.600 volts).
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An additional hour of charging showed a pressure drop to 66 psig an' a
constant differential pressure of approximately 35 psi; however, the
charging potential escalated to a level of 5.00 volts, and suddenly
dropped to .296 volts, indicating a direct short intermally. The cell
was unattended during this period, but the cause of failure was an
external leak in a welded fitting on the hydrogen feedthrough.

The inspection analysis of this cell revealed a severe internal combus-
tion occurrence at the upper edge seal. An examination of the bellows

showed no apparent deterioration, even being subjected to this adverse
condition.

A second test cell, No. 4058-18, had also been fabricated with an inconel
metal bellows for test evaluation. This cell differed from Cell 4058-19
in that the bellows used was subjected to an amnealing process whereby
its relaxed position was altered. Secondly, the orientation of the bel-
lows was reversed from that in Cell No. 4058-19. The cell was flushed
five times with hydrogen and oxygen from !0 to 95 psig. It was theg
filled to 95 psig with the respective gases and put on charge at 50 C.

Cell No. 4058-18 had completed 37 cycles, operated as a 40 A.H. cell in
a pressure range of 100 to 600 psig. After 37 cycles, the cell had been
cycling as . 48 A.H. cell in a pressure range of 150 to 750 psig. The
cell operated for a total of 80 cycles and its performance data is illus-
trated in Figures 30, 31, and 32.

The trend of the curves indicate a water management problem; i.e., a
drying condition of the matrix or, probably more significant, a changing
position of the liquid interface in the electrodes proper. This is
indicative of the cell with a low potential at the beginning of the dis-
charge cycle, improved potential during charge to an optimum value, and
then a small decrease in potential to the end of the discharge cycle,
with the final voltage value being somewhat greater than the voltage at
the beginning of discharge.

Cell No. 4058-18 had operated for a total of 80 cycles prior to a cata-
strophic failure. A severe internal combustion occurred at the bottom
edge seal of the core adjacent to the bellows. The bellows suffered
burn holes through several convolutions and the entire capsule was ex-
tended into the hydrogen compartment approximately 1.0 inch beyond its
normal relaxed position, Except for the few burn holes, the bellows was
intact,

It has been demgnstrated that Hypalon bellows cannot be used for high
temperature (80 C and above at 600 psig oxygen) or oxygen pressures
above 900 psig. Based on this, it seems reasonable to assume that the
rate of oxygen attack on Hypalon at lower temperatures and pressures,
although much slower, is sign.iricant in terms of several years required
performance; therefore, Hypalon has been disqualified as a material of
bellows fabrication.
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As compared to the Hypalon bellows, the metal bellows operates much more
uniformly during differential pressure changes. The welded metal bellows
has greatly enhanced the reliability factor of non-leakage in this area.
The metal bellows is much more durable and not subject to charring in the
oxygen environment. The metal bellows is a significant improvement as
compared to the Hypalon bellows.

3.3.1.2 Pressure Housing. - An inconel pressure vessel of flight hardware
design to house the fur ~ cell core assembly was fabricated and subjected
to hydrostatic rupture ta2st. The vessel is constructed of .020" inconel
sheet rolled and welded into a 2.500” 0.D. cylinder 12.5" long. The ends
of the cylinder have been sealed with spun eliptical inconel caps that

are .025" thick and welded to the cylinder.

The results of this test show a yield strength of approximately 1200 psig,
and a burst pressure of approsimately 1920 ps'.g, which exceeds the burst
strength requirement of 200 percent of full charge. The raw data of this
test is shown in Table II, and a curve plotting the yield versus pressure
is illustrated in Figure 33.

3.3.1.3 “ore Support. - Crush tests to determine the actual strength of
the different core structures were proposed as one of the fuel cell param-
eters. These tests were performed by applying a differential pressure to
the outside of the core until the core yields.

3.3.1.3.1 Standard Perforated Core Support. - The cores support, which

EOS fuel cells employ comsists of a pe forated .020" thick inconel sheet
1olled and welded ir.co a 2.00" diameter x 12.500"” long cylinder (standard
40 A.H.). A sample core of this configuration was assembled with a hydro-
gen electrode, . matrix, and a simulated oxygen electrode; the entire
assembly being wrapped with nickel wire at a tension of 4.5 pounds. Tris
assembly was held at a differential pressure of 30.0 pounds for a period
of 5 minutes with no damage. It was felt thac 30.0 psig pressure differ-
ential is sufficiently greater than that seen by normally operating cells.

3.3.1.3.2 gCore with no Support. - A core was prepared by spot welding

H, electrode nlaque material into a cylinder and spot welding 5/8" stain-
less steel rings on either end for cap and bellows mounts. A matrix was
then formed and pressed at 250 psig and a simulated 0, electrode, consis-
ting of 60 mesh / mil Ni wire, was put in place and the whole core was
wrapped with Ni wire at a tension of 4.5 pounds. This core crushed under
19.5 pounds pressure differential., This approach to fabricating a weight
saving core concept was abandoned, but the results of this test substan-
tiated the feasibility of fabricating a sintered nickel tubular structure
that would serve as both the core support and the hydrogen electrode.
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TABLE I1
FUEL CELL PRESSURE SHELL HYDROBURST 1EST

"Top" of Shell is end with 0.25" Tube Connection

PRESSURE DIAMETER :::rzifc;3°a§part
PSIG TOP BOTTOM
WELD 2/3 5/6
e ————

0 2.500 2.500 2.508 2.508 2.510 2.507 2.500
100 2,500 2.500 2.508 2.508 2.510 2.510 2,500
200 2.500 2.504 2.508 2.508 2.510 2,510 2.500
300 2.500 2.504 2.508 2.508 2,510 2,510 2,500
400 2.500 2.504 2.508 2.508 2.510 2.510 2.500
500 2.500 2,504 2.508 2.508 2.510 2,510 2.500
600 2.500 2.504 2.508 2,508 2.510 2,510 2.500
700 2.500 2.504 2.508 2.508 2.510 2.510 2.500
800 2.500 2.504 2.508 2.508 2,510 2.510 2,500
900 2.500 2,505 2.508 2.508 2,510 2.510 2,500
1,000 2.502 2.511 2.510 2,511 2.511 2.511 2,500
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TABLE II (Concluded)
FUEL CELL PRESSURE SHELL HYDROBURST TEST

"Top" of Shell is end with 0.25" Tube Connection

PRESSURE DI TER Two Plac;goat
PSIG approx. apart
TOP BOTTOM
WELD 1/6 1/3 MIDDLE 2/3 5/6 WELD
1,100 2.505 2.514 2.515 2.515 2.516 2.517 2.503
1,200 2,508 2.517 2.516 2.517 2.518 2.524 2.510
1,300 2.508 2.522 2,520 2.523 2.524 2.525 2.510
1,400 2.506 2.540 2.540 2.541 2.542 2.542 2.512
1,500 - 2.570 - 2.575 - 2.572 -
1,600 -—- 2.615 - 2.618 --- 2.620 -
1,700 - 2.680 - 2.683 - 2.680 ---
1,800 - 2.765 .- 2,790 --- 2.764 .-
Photos
Stretch
1930 1860 T T T T oo Tt T
2 000 BURS$T AT 1930 ]|PSIG
’ FRACTURET DOWN CENTER OF WELI]

62




1S3EL 1S¥NdO¥UAH - TTIHS HANSSAUd TTAD TdANd ‘t€ 2ANO14

*D9°1I°S°d - AINSSHUA

000¢ 0081 0091 o0YT 00zl 0001 008 009 00% 002
| T ¥ 1] ¥ L L ¥ ¥ AOOm-N
- Lomm.w
" w
{ o
m =
_ =
.. ..Too.m o
_ | Z Q
[ o
~ =
™ —1059*2 !
! 2
i o
jo vl
{ sl
! wl
= _ ..
doL WO¥d ,0°Z~ - °A°0 00L°¢
INIOddIN - °d°0
= —06L°2
]
]
1 I i '\ [ i I J A
INFIGHY ~TENIVEIdNIL wS°Z1 ¥ 0T0° X *Q°0,6°Z *SNOISNIWIA

GZ9 TANOODNI *TVINALV




AR

NPT AL

-

.3.1.3.3 Sintered Nickel Core Support. - During this contract perioed,
development effort was established to fzbricate sintered nickel tubuiar
structures to serve a., both the core support and the hydrcgen electrode.
A number of tubes vere made to evaluate problems and develop technigues
for sintering powder in a cylindrical configuratien.

3
a

Nickel -cwder Carbonyl "B" Type 287 is the raw material which is employed
in the tube fabrication. This is the same powder that is being used for
sintering nickel plaques for fuel cell application to attain a 70 percent
porosity value of the finished product.

The tooling consists of a mold with a cavity approximately 7%" deep and
an inside diameter of approximately 2,000 inches. The inner core of the
mold is of the same length as the cavity with an outside diameter of
1.850 inches. This allows a spacing of .075 inches to pack the powder

to preform the tube prior to sintering. Using .010" thick nickel Exmet
for reinforcement, several tubes have been fabricated to a fair degree

of success. The packing of the powder uniformly (gravity feed), in the
limited cross sectional spacing, has been difficult to attain. By elim-
inating the support screen in the tube, a more uniform structure resulted
without any cavitation. The sintered nickel tubes reflect a certain
amount of structural strength even without the suoport Exmet. The tubes
which have been fabricated have been subjected to a sintering temperature
of 850°%C in a hydrogen furnace for a duration of 1 hour. The porosity of
the finished tubes range from approximately 67 percent, including the
nickel Exmet support, to approximately 71 percent in the unsupported
sintered tube. The established shrinkage factor during the sintering
process is 43.7 percent.

After the above described preliminary investigation, new tooling was
designed and fabricated to make sintered nickel cores to the required
configuration for the 40 A.H. test cell. A total of six sintered nickel
tubes had been fabricated to a finished dimension of 11.5" x 2.00" I.D.
Three of the tubes were processed using Type 287 carbonyl nickel powder
and the remaining three were fabricated using Type 128 nickel powder.

The tubes were all made in the same manner and in the same type of mold
by packing the powder (gravity) and sintering the metal in a hydrogen
furnace. None of these sintered tubes contained reinforcement screening.
The two types of tubes, after sintering, had the following average physical
dimensions.

TYPE 287 TYPE 128
Length: 11.5" 11.5"
Inside Diameter: 2.000" 2.000"
Outside Diameter: 2.09¢" 2.120"
Total Weight: 116 gms. 253 gms.
Porosity: 75% 58 %
Total Resistivity: 7 milliohms 1.6 miiliohms
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The sintered nickel tubes which were fabricated with Type 287 powder
preoved to be very fragile and two were broken in handling. A coliapse
test was performed on the remajuning Type 287 sintered tube, which failed
at < 5 psig pressure. The Type 128 sintered tube, being more dense and
heavier walled, maintained iis integrity when subjected to 30 psig for

a period of 5 minutes. The above indicated pressures are the pressure
values which the outside of the tube was subjected to, w! le maintaining
an ambient pressure inside the tube. A minimum of 30 psi pressure differ-
ential is considered satisfactory in terms of mechanical stremgth.

A Type 128 sintered nickel tube had been fabricated into a working cell
core by welding nickel end rings to the tube for core cap and bellows
attachment. The nickel core had been successfully platinum plated; but,
tecause of the wall thickness of the sircered tube, 40 milligrame of
platinum/sg. cm. had been applied fo get greater penetration of the cata-
lyst into the siniered core.

Cell No. 407%-30 was comp :tely fabricated using the above described
sintered core assembly. The matrix for this cell was asbestos - .052"
thick. The use of s potassium titanate matrix was prohibitive, in that
the normal procsss of KT matrix preparation requir.. pressing the dry
mat at approximately 25C psig, beyond the strengta limit of the core.
The process, whereby an zebestos matrix is prepared, requires only 2
wet press of 20 to 30 psig pressure.

It was recognized that this task was an investigation of the feasibility
of using a sintered nickel tube as both a support core and the hydrogen
electrode in a cylindrical regenerative fuel cell. It was beyound the
scope of this program to optimize cell performance and partacularly
hydrogen electrcde performance with a complete development program of

a sintered nickel tube to establish exact porosity and pore size distri-
bution. After vacuum impregnating the cell with KOH soiution and leak
checking, Cell No. 4058-30 was started on test in the normal start-up
method. The cell was charged at a 10.0 amp rate for 5 hours to a cell
pressure of 512 psig. Because of the thickness and density of the core,
the gas volumes within the cell were out of balance. A 1.25 cu. inch
external volume was added to the oxygen side to compensate for the
imbalance.

At the completion of the first cycle, this cell was removed from test

to repair a minute leak which had developed. A leak check ac¢ this time
revealed a pin hole in the weld of an external fitting. This was <then
repaired. The cell was again subjected to a leak check; and at approx-
imately 500 psig pressure, the rupture disc in the boiler-plate assembly
suddenly failed. The sudden great pressure differential across the core
assembly resulted in severe damage tc the core assembly. An analysis

of the inner core revealed that the bellows and edge ring attachment
separated cleanly from the sintered nickel core at the weld. The sin-
tered core was still intact. The edge ring also contained the rubber
seal and portions of the matrix which were wired independently to the
end ring. It literally tore the entire bellows end ring assembly away
from the sintered core.
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A second sintered core assembly had been fabricated at the same time
this first cell was made. This was an identical cell construction as
Cell No. 4058-30. The complete cell was immediately constructed and
placed on cycle test. This is Cell No. 4058-33. During the first three
cycles, the cell performance was optimized by venting gases during elec-
trolysis to assure proper moisture conditions for goud performance in
the fuel cell mode. The cell has operatea for 117 cyclas, to the end

of the contract, without failure. The performance characteristics are
depicted in Figure 34 - Charge, Figure 35 - Discharge, and Figure 36 -
Polar Scan.

3.3.1.4 Insulated Feedthrough Connectors. - Two types of insulated
feedthrough connectors have been designed and fabricated, and evaluated
as to acceptability for flight hardware. The first type, made by
Ceramaseal, Inc., was of low profile design incorporating a stress relief
flange made of 52 percent Ni-Iron alloy. The second type, made by R-W
Products, Inc. was also of low profile design, but used inconel for the
metal portions of the hardware. Figure 37 illustrates the two design
concepts. Twelve electrical insu.ated feedthroughs from Ceramaseal, Inc.
were visually inspected and graded accordingly. The lowest graded unit
was subjected to a hydrostatic pressure test of 1000 psig.

The feedthrough was silver soldered to a hollowed metal base, and a 1/4"
tube was silver soldered to the top section as depicted in Figure 38.
The feedthrough failed to pass this pressure test in that the insulator
lifted from the bottom metal ring at the braze, at the point shown in
Figure 38, and permanently set in a cocked fashion. It was felt that
this test was rather inconclusive because the cer.mic-to-metal braze may
have been affected by the silver solder connertion process.

A second insulated feedthrough was then subjected to the same type of
test. In this case, the bottom of the feedthrough was electron beam
welded to an inconel pressure cap as would be done in actual practice.
This unit was then subjected to 1000 psig pressure, using a gas medium
(nitrogen). At this pressure, it was noted that the insulated fzedthrough
had assumed a cocked angle to the pressure cap to which it was welded.

In this condition, at 1000 psig gas pressure, the feedthrough did not
leak.

A post test examination of this unit revealed that the ceramic-metal
braze had indeed remained intact, but the stress relief base ring had
distorted causing the unit to assume a cocked position. A close reexam-
ination of the first unit showed the same effect of ring distortion and
not. the ceramic-metal braze. The failure of the braze would result in

a leak, which neither of these feedthroughs developed.
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.255 4

1 52% NiFe

425" 99% Al, 04

_.L___. J 52°/o NiFe
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a— 650 —»

TYPE 1
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INCONEL
‘L‘lo 99% Al, 0,
I INCONEL
I'- .300"—*!

TYPE 2

FIGURE 37. CERAMIC FEEDTHROUGH DESIGNS
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The vendor of these uvuits has been notified of the ring failure, axd

the test samples have been sibmitted to them to be analyzed by their
engineering sroup. Two prototype lightweight fuel cells were constructed,
using the Ceramaseal type feedthroughs, and were subjected to environ-
mental testing, which included the vibration acceptability test. No
visible or functional damage occurred to the insulated feedthrough con-
nectors as a result of this test.

The inconel feedthrough connectors were received late in the program,
and could be only ph;sically pressure tested as co acceptability. This
unit was subjected to the same type of pressure test as depicted in
Figure 38, The piece was subjected to a gas pressuve of 1000 psig for
5 minu*es with no leaks occurring.

The ability to bond (braze) the inconel-insulator material was of prime
concern to the vendor. The accomplishment of this objective, to meet
the required strength specification, resulted in a fuel cell component
which is much more resistive to the corrosive environment of high pres-
sure oxygen and KOH solution.

3.3.2 Electrochemic:l Coumponents

3.3.2.1 Oxygen Electrodes. - Cell No. 4058-16 was assembled, using an
Allis-Chalmers Type XIII oxygen electrode. This electrode is identical
in construction to the "standard” Type VI, but contains 20 mg/cmz of
>latinum, as compared to 9 mg/cm® for all cells previously tested. The
effect of the heavily loaded platinum oxygen electrode on initial per-
formance as well as life cycle capability of the fuel cell was to be
evaluated.

This cell had completed 50 cycles prior to shutdown on 5 April 1971.
After approximately 5 weeks on standby, during which time a ceramic
feedthrouel and a Hypalon bellows were replaced, the cell cycle testing
was resumed on 12 May 1971. During this initial charge cycle, a cata-
strophic failure of this cell occurred. An analysis of the printout
tape, which monitors the cell data at 10 minute intervals, reveals the
followi~g information., Approximately % hours into the charge cycle, at

a current rate of 5.28 amperes and a cell potential of 1.64 volts, the
pressure of the cell was at 376 psiy. The next printout reading (10 min-
utes) showed a total pressure drop of 268 psi to 108 psig and a pressure
differential change from approximately 0.5 psi on the hydrogen side to
approximatelv 1.5 psi on th2 oxygen side., The cur ont and voltage values
remained the same. This indicated a major internal leuk with a recombi-
nation of the gases. The next data readout (20 minutes) indicated an
additional loss of pressvve from 108 psig to 76 psig; however, at this
time, the cell potential dropped to 0.41 volt at the same current, in-
dicating a direct short of the cell. No temperature excursinns were
observed during this short pericd of cell failure.
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The cell was taken apart for an inspection analysis. The Hypalon bellows
was badly charred with charred pieces laying in the bottom of the shell.
The cell core had a burned hole through the matrix approximately 1 squrve
inch in area. The location of the burn was at the upper ring of the core
at about the 2 o'clock position of the cell orientation during test. The
wraparound wires were burned through and the oxygen electrode at the birn
area had formed molten pellcets of metal which shor:ed to the hydrogen
electrode. The retained matrix around the burn =cea was baked hard. It
is concluded that a local thermal reaction c. i1sed drying of the matrix
and a consequential internal leak. The charred bellows was o~ result of
the thermal reaction of combination of the large volumes of gases in a
relatively short time period.

The catastrophic failure of Cell No. 4058-15 ended the test to evaluate

a high loaded platinum oxygen electrode. Comparative polarization scans
of this cell and two other standard cells "lave been pletted in both the
charge and discharge mode, and are shown in Figure 39. The voltage

scale had to be expanded to recognize a difference in performance between
these cells, The performance improvement of the cell using high platirum
loaded oxygen electrodes is insufficient to justify using it at this time.

Two cells have been fabricated using platinum plated sintered nickel
plaques as oxygen electrodes. Both of these cells utilized asbestos
matrices in their construction. Cell No. IR&D-2 has an asbestos matrix
approximately .043 inches thick, and Cell No. IR&D-3 has an asbestos
matrix approximately .026 inches thick.

Cell No. IR&D-2 was put on cycle test to evaluate the sintered nickel
plaque as an oxygen electrode. The cell was subjected to normal start

up by evacuating and electrolyzing to ambient pressure three times, and
then continuing the charge to full pressure of approximately 600 psig.
However, during the initial charge, a small external volume was added to
the hydrogen side as the pressure differential slowly built up on the
hydrogen side. The rate of pressure differential build-up on the hydro-
gen side increased as the cell pressure increased. This was compensated
for by add. » increased external volumes on the hydrogen side of the cell.
At approxim "y 300 psig cell pressure, an external volume of 2 cubic
inches had been added to the hydrogen side. Continued charging of the
cell demanded periodic bleeding of hydrogen gas to maintain a differential
pressure less than 2 psi. 1In this manner, the cell was completely charged
to 579 psig, the extreme of the pres ure switch control.

The initial discharge cy:zle showed an average cell voltage of .752 volts
during the 72 minute discharge cycle at 33.3 amps; however, a reversal

of pressure differential to the oxygen side was immediately noted. Duri.g
the 72 minute discharge cycle, it was necessary to bleed oxygen gas from
the cell on five occasions to prevent the differential pressure from sur-
passing 2 psi.
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Charge cycle #2 was a repeat of the initial charge, but to a much
greater degree. The hydrogen gas had to be bled approximately every
te~ minutes through the 10 amp rate charge cycle. The discharge cycle
#2 showed a drastic performance degradation, and again entailed the
bleeding of oxygen from the cell to maintain a2 minimum pressure differ-
ential.

Although sintered nickel plaques have .een used as oxygen electrodes

in primary fuel cells, their use in regenerative fuel cells is prohib-
itive in that a conversion of the nickel to nickel oxide occurs in the
cell, .imilarly to that of a Ni-Cad battery. On charge, the nickel is
converted to some oxide of nickel rather than generated 0, gas as such.
On discharge, the oxide is reduced to some lower level of nickel oxide,
rather than utilizing the O, gas which had been generated. This process
of converting the nickel oxygen electrode into partially active material
has a decided effect of re ucing the electrode capability of functioning
as a good fuel cell oxygen electrode. The effect of oxidation of the
nickel may have inactivated the platinum catalyst, either by masking

off the catalyst or possibly isolating the catalyst from the nickel
substrate.

3.3.2.2 Electrical Connections. - An investigation into the high internal
resistances which have been characteristic of the EOS regenerative fuel
cell has revealed design shortcemings wheveby high ohmic resistances have
been built into the cell. Inconel 625 has an electrical resistivity
approximately 10 times as great as nickel metal. In fact, the resistiv-
ity of a .020" thick inconel sheet is 30 percent greater than that of

a .C25" thick, 70 percent porous, sintered nickel plaque. In effect,

the perforated inconel core in the EOS cell i:¢ three times more resistive
than the sintered nickel plaque (li'drogen elec .rode) itself. Consequently,
the nickel plaque is getting very 'i:: %< help from the core as far as
current carrying capability, 2na results in a significant voltage loss.

The inconel cap of the inner core, which serves as a current collector
to the hydcogen terminal, also shows significant voltage loss due to high
resistivicy.

The oxygen electrode is primarily dependent on a 50 mesh, .005" thick,

wire nickel support screen to carry the accumulated electrical load to

the terminal cap. This electrode has an electrical resistivity approx-
imately 50 percent greater than that of the .025" thick sinteved nickel
plaque.
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The calculated voltage losses due to ohmic resistance in the presently
designed EOS regenerative cell and the projected losses with material

and design modifications are as follows:

Present Proposed
(1) Inconel cap current collector 20 mv -
Nickel cap current collector --- 4 mv
(2) 1Inconel perforated core plus 51 —_
Hy electrode m
Nickel perforated core plus L 13 mv
Hy electrode
(3) Oxygen electrode 70 mv -
Oxygen electrode plus nickel
screen current collector 25 mv
Total Voltage Loss 141 mv 42 mv

Minimizing the ohmic resistance in the cell not only enhances cell per-
formance in terms of power output, but will have a beneficial effect
thermally. Less heat generation and thermal gradients will result in
less gas pressure differentials and possibly affect moisture balance witl.
greater life cycle expectancy.

Cell No. 4058-29 was fabricated as a low resistance cell. The mcdifica-
tions of this cell were solely to reduce ohmic resistance in the current
carrying components of the cell. This was accomplished by making the
following changes to the standard fabricated cell.

1. Nickel plate the perforated inconel support core to lower the
resistance of the hydrogen electrode current collector.

2. Wrap the outer oxygen electrode with a 16 mesh .015" wire nickel
screen to serve as an additional current collector to the oxygen
electrode itself.

3. Substitute a nickel core cap for the inconel core cap to reduce
resistanc® on the hydrogen electrode side of the cell.

4, Substitute 1/4" nickel feedthrough terminals for the 3/16"
nickel terminals previously used. These tubes constituted a
50% increase in cross sectional area and consequently decreased
resistivity.
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The cell was fabricated into a boiler-plate cell configuration. However,
prior to performance testing, this cell was subject to a leak check. This
cell suffered damage as the rupture disc in the boiler-plate assembly
failed at approximately 600 psig. This was the second cell in the same
day that had failed due to a premature rupture diaphragm failure. Appar-
ently, the diaphragms have deteriorated over a period of operating time

in the KOH and high pressure enviromment. Consequently, all new rupture
discs were substituted into all the test assemblies, with periodic replace-
ments to be made after a set number of operating hours.

The extent of the damage to the inner core of tnis cell was limited to

the weld of the bellows breaking loose and dislodging the bellows assembly
from the bottom of the core. A new bellows was substituted and welded to
the core and the cell was then operable, Considering the magnitude of
this adverse accident to tear the weld apart, the edge seal of the matrax
was not affected. This fact implies some great improvement in the new
technique of edge sealing as described on page 86.

The repaired cell was placed on cycle test after again leak checking.

The cell has operated for 120 cycles, to the end of contract, and is still
in operating condition. The initial performance characteristics were
better than any cell which had been made during this contract. The per-
formance characteristics are illustrated in Figure 40 - Charge, Figure 41

- Discharge, and Figure 42 - Polar Scan. Also included is Figure 43,
wherein cell degradation is plotted as a function of cycles.

A steady voltage degradation is noted as a function of cycles. The dis-
charge of Cycle #33 shows a much different performance prcfile has
developed, especially in the beginning of the discharge cycle. This in-
dicates a substantial difference in moisture balance of the cell throughout
this testing period. The performance changes indicate a drying action in
the matrix of the sealed cell. Based on this assumption, Cell No. 4058-29
was allowed to discharge an additional 11 A.H using 0, and H, from an ex-
ternal bottle supply. This would add to the cell assembly an equivalent

11 A.H. of water or approximately 3.6 grams. The results of this water
addition are directly reflected in the very next discharge curve (Cycle 34),
wherein definite performance improvement had occurred. Figure 43, wherein
cell performance degradation is plotted, also reflects this step improve-
ment.

3.3.2.3 Matrix and Electrolyte Loading. - During che course of the con-
tract, a procedure modi ication was made in applying electrolyte to the
matrix of the cell. The standard procedure had been to add a given weight
of 30 percent KGH (function of matrix weight), by use of a squeeze bottle,
intc the center portion of the inner core. This allowed the electrolyte
to be absorbed through the hydrogen electrode into the matrix by the
wicking ability of the matrix.

17




JONVWEOJ¥ad IOWVHO 62 -8S0% °“ON TIED " O 3ANOld

SYNOH ==~=--- THIL

o1 8 L 9 S ” 3 z [

) § 4 1 1 ] & ] 1 T T JM
i

B 06 ITOXD — 05°1
0€ 3T0X0 \\\\\\\\\\\w
B / |
|

» = 0L1
8 ATIDRD i
[

_ — 08°1
i

L .¢ 06 °1
|
|
w
i .\ J 1 1 ' i ) 1 »

.

0 U  EMNIVMEIWAL

‘SdWV % HIVE JO¥VHD

& ) . e _ P T E S Pt YT WUt R

BOKN;

~em-s TIVTING QA

SLTOA

78



FONVIWEOA¥Ad IOYVHOSIA 6Z -8S0% 'ON 113D ° 1% F¥NODIL

SHIANIW =-==--- FWIL

_ 08 oL 09 0s oY o¢ 0Z o1

- €e MAUWUIIIII//

. 81 dFTIJXD
/
- -
€ d'TOAD ¢ dTOAD
A A A A A A A

SIT0A -=--=-- TVIINILOd TT3D
79

0,06 TANIVNIAWAL
I$aWV €°€C  EIVE IDYVHOSIA




08

SNVOS NOILVZI¥VIOd 6Z -8S0% “ON 1130 ° gt J¥NOI1d

YILIRIINGD TIVADS/SAUAAWVITIIN =~ --- ALISNIA INTIUND

oL 09 0s 0% 113 oz o1

L T L] T ¥ ¥ L 3

IHAVHOSIA 09°
L oL®

— 08°°¢

I\ / ..M Omo
81 ITOAD

— 01°1

- 0Z°1
o%°1

I9UVHO 81 10A2 - e

SRS SN S SR R
@]
~

*0 50§ FANIVIIdWAL

===== TVILNJIOd ‘TTd0

SITOA




NOILVE/EDIA JONVIHOJ¥dAd 6Z -8S0% "ON T1dD ~ €% JANOId

SY'IDAD TVIOL

001 06 08 474 09 019 o o€ 0c o1

L] L] o~ N L] L R N
L H'V ST~ 0°H H'V 1T~ 0°H I
TEUOTITPPY TEUOTITPPV
- - o001
! S i b 1 'l A 'y A - 3

0,08  *TANIVEEAJWAL

*SAWV C°€E <IIVY FDNIVHOSIA

. . s -

e RN

o o .

SSOT JONVW¥NJIYdd
81

SITOATTIIR -




It is now standard practice in cell fabrication to vacuum load KOH solu-
tion into the cell matrix after final cell a.sewbt y. This method is to
assure uniform wetting of the matrix with elecvraiyte, which has proved
statistically to minimize cross leaks through the matrix. The result

of this method of electrolyte loading is a saturated condition of KOH
solution in the electrode~matrix assembly and reyuires a cell conditioning
operation, wnereby moisture is removed by venting gases during electrol-
ysis to attain a proper electrolyte balance for optimum cell performance.

3.3.2.4 Temperature Measurements. - It was deemed necessary that an
effort be mace to verify the assumptions concerning internal thermal
conditicns used in the cell design calculations. This task entailed
monitoring the temperature of the innermost w rking components of an
operating cell in both the charge and discha~je modes.

Cell No. IR&D-3 had been fabricated with a platinum plated sintered
nickel oxygen electrode, to evaluate the nickel plaque as an oxygen
electrode. The test results of a cell of similar construction, No.
IR&D-2 discussed in Section 3.3.2.1 of this report, demcnstrate the
prohibitiveness of us.ng a sintered nickel plaque as the oxygen electrode
in a regenerative fuel cell. Consequently, this cell was used on test
with provisions to monitor temperature measurements at several locations
on the core. Four thermocouples were introduced into the celi .n the
following positions,

TC-1 - Approximately 1.0" from the top of the core assembly, and
mounted on the insde of th:> core directly to the perforated
inconel core support (hydrcgen electrode).

TC-2 -~ Approximately 1.0" from the bottom of the core assembly,
and mounted on the inside ol the core assembly directly to
the perforated inconel cor support (hydrogen electrode).

TC-3 - Approximately 2.0" from c.he top of the core assembly, and
mounted on the outside of the core assembly directly in
contact with the oxygen electrode.

TC-4 - Approximately 2.0 from the bottom of the core assembly,
and mounted on the outside of the core assembly directiy
in contact with the oxygen electrode.

After fabrication of the cell and the application of thermocouples to
the cell, it was put on test in the charge mode. Because of the thermo-
couple penetrations into the cell, complete sealing of the cells was not
undertaken and the cells were operated at ambient pressure conditions,
venting the generated gas during charge and supplying gases from an ex-
ternal source during discharge.

The temperature profile of the cell during initial charge at the 4.0 amp

rate is illustrated in Figure 44. The cell seems to be sufficiently wet
to operate quite efficiently as indicated by the cell voitages during
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this electrolysis mode. No :-emperature fluctuations were noted through
this charge cycle. Two additional charge cycles of 30 minutes duration
each were made at the 8.0 amp rate (average voltage ~ 1.521 VDC) and at
the 12.0 amp rate (average voltage =~ 1.566 VDC). The temperacure curves
for these two cycles duplicate those at the 4.0 amp rate with a slight
displacement of the curves (~1.0° - 1.5°C) for each of the increased
increments of charging rate. No apparent deviation of temperature was
noted through the charging cycles.

The cell was then allowed to function in the fuel cell mode by introducing
the hydrogen and oxygen from an external supply. The cell initially per-
formed very poorly in this mode, but continuous conditioning of the cell
by cycling for short periods of time improved the cell to be able to .ist
the temperature profile of the cell at a discharge rate of 20.0 amps Ac

a voltage efficiency that the cell would normally operate. These temper-~
atures are plotted in Figure 45. These temperatures are at a discharge
rate of 20.0 amps, wherein actual operation the cell will be delivering
33.3 amps.

The temperature profile of TC-3 shows the greatest rise during the dis-
cuarge cycle. This position is the top of the oxygen electrode where
the accumulated current approaches the maximum value. The oxygen elec-
trode, with no current carrying support, is more resistive than tue
sintered nickel plaque (hydrogen electrode). Both electrodes need a.Jddi-
tional support to carry the current to prevent the recultant teaperature
gradients. At 33.3 amps discharge, the temperature gradients will be
much more severe and no doubt affect moisture balance in the cell.

3.4 DELIVERABLE SINGLE CELLS

Two complete "boiler-plate' prototype fuel cells were fabricat:d, accep-
tance tested, and delivered to WPAFB, Aeru Propulsion Laborat)ry in
Dayton, Ohio. The cell core assembly consisted of the following compo-
nents:

1. 2.00" oDx 13.0"x .020" cylindrical perforated inconel support core.
2. 6.25" x 11.5" x ,025" sintered nickel hydrogen electrode plated
with 20 milligrams platinum/sq. cm, A new plat.ng technique
has been used to assurc a more uniform catalyst distributioun
throughout the nickel plaque.

3. .060" thick EOS potassium titanate matrix.

4. 6.50" x 11,5" x .010" Allis Chalmers Type VI wetproofed electrode
10 milligrams platinum/sq. cm,

5. .020" inconel wrapping wire - 14 turns to the inch at a drag
pressure of six pounds,
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6. Welded inconel bellows welded to the bottom of the support core.

7. 30 percent potassium hydroxide solution vacuum loaded into the
matrix - approximately 142 grams.

The boiler-plate cell units were equipped with Dynascience Model P7D
Differential Pressure Transducers and were supplied with Model CD10 Carrier
Demodulators. The cells also included total pressure transducers connected
to the oxygen side, pressure switches set at approximately 650 psig, and
replaceable disc burst diaphragm assemblies rated at 1400 psig. The hydro-
gen and oxygen connections were equipped with valves. See Figure 46.

The cells were leak tested and subjected to acceptance testing with the
following start-up procedure. The cells were evacuated to approximately

27 in. Hg and pressurized to ambient conditions by électrolysis of the

cell, This function was performed three times to assure removal of all
inert gases and tc estabtlish a mass balance of hydrogen and oxygen gas in
the pressure vessel, After three evacuations, the cells were allowed to
charge to approximately 600 psig, followed by a 33.3 amp discharge rate

for 72 minutes. The temperature of the cell was maintained at 50% through-
out the test program,

The cells delivered to WPAFB were identified as Cells No. 4058-2: and
No. 4058-27. Curves depicting the performance characterisitcs of the cells
during acceptance testing are included as Figures 47, 48, 49, and 50.

The effort to fabricate and test two cells to be delivered to WPAFB
resulted in numerous cell failures. The series of failures of cells,
whereby 7 cells were fabricated to effectively produce 2 acceptable cells,
had been costly in terms of schedule and materials. The failure mode in

practically all cases was a matrix edge seal leak and reemphasized a major
problem area.

A modification in the wire winding of the core assembly was made to help
alleviate this situation. Previously, the core assembly had been wound
with a single strand of wire with a 6 pound drag on the wire. The winding
started on the rubber seal gasket and continued along the core assembly
and terminated on the rubber seal gasket at the other end. Cell No. 4058-27
was wound similarly to the above method, but did not iaclude the rubber
seals. The continuous wire winding was used only as a means of forming an
intimate contact between the electrodes and the matrix. The rubber seals
themselves were each wound with 5 individual wire loops and twisted to
enhance a much greater force on the rubber seal than the mere 6 pounds
drag in the single continuous winding process, Using 5 wndivilual loops,
rather than a continuous 5 loop winding on the rubber seals, adds 1redun-
dancy for greater seal integrity. A test sample, using a single twisted
wire loop on a rubber seal mounted on an inconel core, showed no leak at

a pressure differential of approximately 15 psid.,
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SECTION IV

LIGHTWEIGHT CELLS

4.1 CELL DESIGN AND ANALYSIS

The propertics ui the materials, which were selected for use in the fuel
cell, have essentially been verified as to their compatibilizy fn the
chemical as well as the static and dynamic 2aviromments te which they are
subjected. Total optimization of the cell materials and design config-
uration has not been attained during this convrace. effort; however, singie
cell analysis has been undertaken to generate reccmmendations for eventuel
cell optimization.

4.1.,1 Stress and Dynamic Analysis

A random vibration analysis was performed to verify the lightweight re-
generative fuel cell desipa. The report of this analysis is {ncluded
lerein as Appendix III.

4.1.2 Thermodynamic Analysis

A thermodynamic analysis program has been veveloped tu calculate the

oxygen and hydrogen fuel cell pressure as a funclion of time. The various
parameters controlling pressure such as mazs, veluwe, chérge and diccharge
rates, bellows stiffness, and ambient temperature can bhe veried within ihe

program to determine the effect on fuel cell perforrance, a.l to define
optimum fuel cell configurations.

Appendix IV describes the thermodynamic analysis, and includes a Fflow
diagram depicting the analysis procedure, tempevature expression, saricus
plots of gas pressures throughout the discharge cycle. w=»d & computer
printout representative of a fuel cell discharge cycle at 32.3 amps for
1.2 hours, followed by a charge cycle at 2,0 anps for 22.8 houvs and a

24 hour dwell time :«fter charge. The program computea the oxygen and
hydrogen temperatures and pressures as a funct.on of time with ¢ glven
set of input parameters.
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SECTION V

FABRICATION AND TESTING OF LIGHIWEIGHT CELLS

5.1 PROTOTYPE FABRICATION AND CHECKOUT

Two lightweight fuel cells have been fabricated using standard components
for the cell core assembly, but incorporating a modified matrix end seal
technique, azd incorporating the welded metal bellows and the Ceramaseal
short profile insulated feedthroughs with 1/4" nickel tube feedthrough
ter.inals. These cells have been leak checked and identified as Cells No.
4658-31 and 4058-32. Both cells were constructed of used oxygen elec-
trodes, which were sufficiently good to verify the survivability of the
fuel cells whrn subjected to the envirommental tests.

5.1.1 Vibration Test

Cell No. 4058-31 was subjected to six cycles of operation which consti-
tuted the preliminary performance test prior to random vibration of the
cell., The cell was depressurized to ambient conditions, sealed, and
mounted in a1 double clamping fixture. The cell was vibrated per the speci-
fiod random vibration spectrum for 5 ninutes in each of the three axis.

A post vibration analysis of the cell showed no apparent camage to the
external components of the cell.

After vibration, the cell was again put on test to compare nerformance
characteristics before and after vibration. The cell was ctiarged to full
pressure of 595 psig. The pressure >vuildup during the charra at 10 ampe
was very uniform (18 psi/10 minutes) and the pressure diffe ential was
maintained at lers than 1.0 psid during the entire cycle. The cell was
then put into the discharge mode; twe minutes into the discharge cycle,
the following parametric measurements were monitored.

.622 wvolts
35.6 amps
590 psig

0.05 nsid (02 side)
49°C oven temperature
49°C cell temperature

Immediately following the 2 minute reading, this cell failed with an
internal explosion. A visual examination of the cell revealed a hole
burned through the outer shell approx.mately 1/2" from the bottom end of
the core (bellows end) and on the bottom side of the cylinder in its par-
ticular horizontal orientation. The inner core revealed a baai' charred
bottom rubber edge seal, with part of the oxygen electrode edge melted
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away, and 4 of the individual wire wraps on the rubber seal either broken
or burned. The metal bellows appeared normal and showed no effect of a
large pressure differential which usually accompanies an explosion of this
type. The lower teflon core support ring showed some melting effect on
the side of the edge seal, but geneyally was intact.

Although the pressure differential just prior to the failure was quite
small, the failure appears to be due to an edge seal leak. A possible
explanation of the cause of failure could be the loss of edge seal during
the vibration mode, whereby the individually wrapped wires may have bro-
ken., Of the 5 wires which were wrapped around the rubber edge seal, only
1 wire was intact. Three of the wires were broken at the twist, (point
of stress) which could indicate breakage during vibration. The

fourth wire was badly burned (half of it melted away), which may or may
not have been broken at the time of combustion.

The performance characteristics of this cell is illustrated in Figure 51.

The overall performance of this cell was below normal. and has been attri-
buted to the "used" electrodes.

5.1.2 Temperature Test

Cell No. 4058-32, the second prototype lightweight cell, was also sub-
jected to 6 cycles of operation to establish the preliminary performance
characteristics prior to thermal and vacuum testing of the cell.

The cell wasg installed in a thermal chamber and thermally cycled twice
between -20°F and 100°F with a 12 to 24 hour storage duration at each
extreme. The cell was nonoperational during this thermal storage period,
but was subject te cycle test immediately followiig the thermal soak.

The discharge performance curves before and after thermal cycling are
depicted in Figure 52. A small degradation of performance is noted after
thermal cycling, but this may be attributed to the handling of the cell
in removing it from the test station, setting it up in ihe thermal chamber,
removing the cell from the thermal chamber, and again setting the cell up
in the test station. Approximately seven days elapsed between running
the pre-environmental and post environmental functional tests.

5.1.3 Vacuum Test
After successfully completing the thermal test, Cell No. 4058-32 was

installed in a vacuum chamber to be operated for one complete cycle at
an environmental pressure of 1 x 10 “mm Hg. or lower.
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The cell was wrapped with heater tape to mzintain a 50°C environmental
temperature. The cell was chep mounted in the vacuum chamber and pro-
vided with connector penetrations for current leads, voltage leads.
heater leads, pressure switch leads, and thermocouples. A portable load
bank was provided to discharge the cell, a rower supply to charge the
cell at a controlled rate, and a digital voltmeter to monitor cell vol-
tage.

The chamber was evacuated to 1x10-5mm Hg. pressure and the cell charging
L cycle began at a 5 amp rate. After approximately & hours of charge, the
activation of the pressure switch on the cell opened the circuit to in-
dicateofull charge. The temperature during the charge mode was maintained
at 123°F (50°C). The potential of the cell rose from 1.617 VDC to 1.686
VDC at the 5.0 amp rate. The discharge performance of the cell is demon-
strated in Figure 52, Cycle #8, which compares the post vacuum test to
that of the pre-environmental tests. A greater than necrmal increase in
cell temperature during discharge was noted due to the heater tape which
blanketed the cell (insulation) and was a constant source of heat to the
cell,
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SECTION VI

BREADBOARD REGENERATIVE FUEL CELL ENERGY STORAGE SYSTEM

6.1 DESIGN AND FABRICATIUN

A complete breadboard regenerative fuel cell ene:gy storage system has
been designed, based on the data and information generated during this
contract effort. The breadboard is a 133 watt hour system and consists
of 4 cylindrical fuel cells mounted in a lightweight clamping frame.

The cells ave electrically connected in series to deliver 33.3 amperes
for a 72 minute duration at a potential of 3.2 volts (0.8 volt per cell).
The breadboard includes pressure transducers on each of the cells to in-
dicate state-of-charge, a pressure switch on one of the cells to control
full charge condition of the system, and interconnections between the
individual cells.

The voltage requirement of fuel cells in the charge mode is approximately
twice as great as the voltage of cells delivering power. It is recognized
that switchgear is required in the system to select series or parallel
connections of groups of cells to stay within the required voltage range
i an energy storage system., Switchgear components have not been included
in the present breadboard; however, a schematic drawing c¢f a typical
switching arrangement is shown in Figure 532.

Six fuel cells were fabricated in the lightweight configuration and in-
dividually functionally tested to select four cells to be used in the
breadboard energy storage system. Figure 54 is a picture of the E.0.S.-
40 AH cylindrical regenerative fuel cell. No attempt was made to weight
optimize these cells; but rather, the cells were fabricated with over-
emphasis of quality control and incorporating better edge seal techniques
to assure greater cell integrity. In processing the core assemblies, the
heart ~f th fuel cell, slight deviations of matrix thickness resulted,
primarily due to the method used for this application. Any deviation of
matrix thickness from the design dimension results in an imbalance in
hydrogen and oxygen gas storage volumes, with a consequent excessive
prassure differential buildup during the charge mode. To compensate for
the dev_ations in matrix thicknesses, each core assembly was carefully
measured and fitted into an outer pressure sheil dimensionally designed
to maintain proper gas volume balance. As a result, the outer length
dimension of each of the four cells in the breadboard system do vary.
However, no external volumes were required for any of these cells, and
no greater pressure differenticl than 2.5 psi developed in these cells
when charged from zero to approximately 600 psig.

PRECEDING PAGE BLANK
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6.2 FPERFORMANCE OF BRFADBOARD CELLS/SYSTEM

6.2.1 Cell Acceptance Tests

The sir fabricated fuel cells were individually subjected to acceptance
testing which comprised at least one complete cycle of znarge at 4.0
amperes to a cell pressure of 600 psig and a discharg: of 33.3 amperes
for a period of 72 minutes6 The cell environmental temperature was main-
tained at approximately 50 C during the tests. Table III summarizes the
discharge porformance characteristics of thesc cells during acceptance
testing.

TABLE II1
BREADBOARD CELLS - ACCEPTANCE TEST DATA

CELL FUEL CELL VOLT |
NO. AMPS. | INIT. MAX. FINAL | REMARKS

4058-34 | 33.3 .817 .828 |.828 Operated for 26 minutes
4058-35 | 33.3 .832 .838 |.791
4058-36 | 33.3 .837 .838 |.783
4058-37 | 33.3 744 .843 | .767
4058-38 | 33.3 .865 .865 | .851 Operated for 52 minutes

4058-39 | 33.3 .880 .881 |.824

Cell No. 4058-34 was discharged for a period of only 26 minutes, at which
time the test was discontim ed due to an excessive cell temperature rise
and a corresponding excessive pressure drop during the discharge mode. The
cell did not catastrophica’ly fail on test, but the abnormal temperature
risc and gas pressure drop indicated an internal cross leak and recombi-
nation of gases. This celi was consequently rejected for breadboard usage.

Cell No. 4058-36 showed good performance characteristics during the accep-
tance test. This cell, however, was inadvertently subjected to a large
pressure differential due to the operator's misjudgement during removal of
the fuel cell from the test setup. The bellows of the cell was destroyed
by over-extension, with a resultant cross leakage. This cell was rejected
from any further testing at this time,
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Cell No. 4058-38 was discharged for a period of only 52 minutes. The

test was discontinued due to faulty test equipment which prevented main-
taining a constant discharge rate. The faulty equipment proved to be a
low capacity battery which is electrically connected in series with the
test fuel cell to control the discharge rate. The fuel cell was conse-
quently rated as acceptable without any further testing.

6.2.2 System Cyclic Testing

The fuel cell acceptance test data resulted in selecting cells No. 4058-35,
37, 38, and 39 to be electrically integrated as a four cell system to be
operated for a number of cycles representative of synchronous orbit oper-
ation. To accelerate the cycle testing, the 24 hour cycle duration was
reduced to 12 hours by increasing the charge rate from 2.0 to 4.0 amperes.
The individual cells were electrically integrated in a seiies circuitry
with a common power supply for charging the system and a common load bank
for the system discharge mocz. Each cell, however, utilized the boiler
plate external plumbing components for monitoring differential pressure

as well as total cell pressure. Only one cell (No. 4058-35) was equipped
with a pressure switch in place of the pressure transducer to limit the
charge duration of the four cell system to approximately 600 psig per cell.
The breadboard system was fully charged and then subjected to the cyclic
regime as shown in Figure 56,

During the initial charge of the 4 cell breadboard system, Cell No. 4058-39
developed an internal cross-leak with a recombination of gases at a pressure
of approximetely 265 psig, at which time no further pressure buildup
occurred during the continued charge mode. The system was then electrically
inactivated and allowed to remain on open circuit for a period of approx-
imately 1 hour, in which time the cell pressure dropped to 210 psig. Cell
No. 4058-39 was replaced with Cell No. 4058-36, which had previously been
acceptance tested but had been subject to bellows Jdamage and had been
repaired.

The 4 ~ell breadboard system consists of Cells No. 4058-35, 4058-37, 4058-38,
and 4058-36, and was subjected to 23 cycles of testing per the specified
single eclipse season. Table IV lists the individual cell voltages during
discharge for each of the 23 cycles. A small variation of performance
characteristics of the individual cells is indicated by the maximum re-
corded voltage difference in the initial cycle of 39 millivolts. It is
noted, however, that in Cycle 23, the maximum recorded voltage difference
of the cells has risen to 160 millivoits. A variation of individual cell
performance degradation during cycling is also evident in that a voltage
difference of each of the rells during the 1lst cycle and Cycle 23 has
values of 31 millivolts, &2 millivolts, 88 millivolts, and 141 millivolts.
These values are approximate, based on the average cell voltage of the
initial and final values recorded during each cycle.
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TABLE IV

4 CELL BREADBOARD SYSTEM - CYCLIC DISCHARGE DATA

DISCgégQE . VOLTAGE
CYCLE
NO. Duration| f.ate 4 Cell] Cell Cell Cell Cell
Min. Amps . System ] 4058-35 | 4058-37 | 4058-38 | 4058-36

1 12 33.3 | Initial] 3.305 .819 .838 .842 .806
Final 3.311 .824 .835 .845 .807
2 16 33.3 | Initial| 3.3C3 .820 .838 .840 .805
Final 3.333 .838 .832 .858 .805
3 21 33.3 | Initial| 3.296 .820 .837 .839 .800
Final 3.305 .830 .822 .848 .805
4 26 33.3 | Initial]| 3.291 .827 .839 .836 .789
Final 3.250 .823 .791 . 840 .796
5 30 33.3 | Initial} 2,272 .822 .836 .834 .780
Final 3.273 .824 .822 . 840 .787
6 34 33.3 | Initiall 3.252 .817 .834 .829 772
Final 3.238 .B20 .796 .834 .788
7 39 33.3 | Initial| 3.245 “_o .833 .832 .764
Final 3.259 .820 .320 .834 .785
8 43 33.3 | Initial| 3.237 .813 .832 .834 .758
Final 3.2n .815 .786 . 835 .775
9 47 33.3 | Initial| 3.210 .803 .824 .834 .749
Final 3.168 817 .805 .829 .768

10 50 33.3 Initial{ 3.21% .811 .828 .829 747 !
Final 3.191 .812 .794 .823 .762
11 53 33.3 | Inmitiall] 3.213 .812 .830 .827 . 744
Final 3,154 . 805 .772 .818 .75¢
12 57 33.3 & Initiall 3,210 .813 .830 .826 741
Final 3.175 .807 .800 .819 749
13 60 33.3 Initial{ 3.193 .808% .827 .826 .735
Final 3.141% . 7538 ,792 .815 .736
14 63 33.3 Initiall 3.165 . 805 .828 .824 .708
Final 3.179 .782 . 804 .813 .730
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TABLE IV (Concluded)

DISCHARGE VOLTAGE
ngLE Duration| Rate tcell| cell1 | ce1r | cerr | cema
* | Min. | Amps. System | 4058-35 | 4058-37 | 4058-38 | 4058-36
15 65 | 33.3 |Initial |3.059 | .780 | .83 | .747 | .698
Final |3.055 | .798 | .803 .739 715
16 67 | 33.3 |1nitial |3.017 | .755 826 | 739 | .e99
Final |3.013 | .787 | .803 | .721 .702
17 68 | 33.3 |Initial |3.043 | .759 .833 756 | 697
Final |3.030 | .79 | .s08 | .725 | .703
18 69 | 33.3 |initial |2.991 | .746 | .827 | .732 | .e86
Final |3.015 | .795 .802 | .724 | .693
19 70 | 33.3 [Initial |3.030 | .756 | .829 748 | 697
Final |3.019 | .778 | .s01 | .742 | .¢98
20 71 | 33.3 |1initial |3.009 | .751 .827 760 | 691
Final |3.044 | .793 .798 749 | .704
21 71 33.3 Initial | 3.020 772 .822 .738 .688
Final |3.030 | .789 .792 .755 694
22 72 33.3 Initial | 3.004 .802 .807 .732 .663
Final |2.983 | .763 775 776 | 671
23 72 | 33.3 |1nitial {2.996 | .806 .808 736 | .e4s
Final 3.016 .775 .782 .775 .684
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The discharge performance characteristics of the 4 cell breadboard for
. 23 cycles are depicted in Figure 54, These are straight line plots using
initial and final voltage values of each of the specified cycles. The
performance degradation of the system is 302 millivolts for the specified
. 23 cycles of operation.
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SECTION VII
CONCLUSIONS AND RECOMMENDATIONS
The cylindrical regenerative hydrogen-oxygen fiei cell has been demon-
; strated as a practical concept for a lightweight secondary battery. The

Ll

cylindrical fuel cell, with its integral gas tankoge, is a self-contained
sealed unii that can be the mo'viar base to buiid a large energy storage
system. It has the advantages which are comuor to other single cells
which are assembled into ldrge batteries. The most significant are:

(1) Each cell can be inspected prior to :ssembly into a battery and
matched sets can be assured. '

(2) Extensive testing of sinsle cells can be performed in the actual
final configuration.

(3) Defective or fail.d cells can re removed from a battery and
replaced (a few redundant celis are cheaper and lighter than a
redundant battery)

(4) The hazard of a large and violent internal reaction is reduced
since the reactants are stored in many small vessels rather

than large pressure tanks common to all cells. In addition,
location of the cells is not limited to a single battery con-
figuration.

It has been recognized that regenerative fuel cells, which must operate
in both a charge and discharge mode, are subject to greater performance
degradation than primary fuel cells. This is primarily due to two
reasons; (1) a more rapid oxidation occurs on the oxygen electrode side
of the cell during the charge mode, and (2) lack of proper water manage-
mant for optimum performance, which demands a flcoded condition during
the charge mode and a somewhat drier condition in the fuel cell mode.
Ddast development programs of the regenerative fiiel cell have resulted in
nonoxidizable materials being used for the oxygen electrode and improved
matrices for better water management within the cell., The net result of
these improvements was cells which attained life-~duration in the 500 to
1000 cycle range with some minimal deterioration. This development effort
was performed on test cells of flat plate configuration.

The introduction of a cylindrical designed fuel cell has created problems
which affect .ae performance characteristics and integrity of the cells,
and which were nonexistent or of minimal consequence in the flat plate
constructivu. This factor has been borne out during this contract effort,
wherein many cells failed in less than 50 cycles of operation, several
cells exceeded 100 cycles, and only one cell passed 200 cycles of opera-
tion. The principal failure modes were sudden failure rather than wear
out degradation, During the final phase of this contract effort, some

of the failure modes of the cylindrical regenerative fuel cells have been
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identified, and some of these have been corrected by design modification,
and others need additional development work. At the end of this program,

two cells which had been subject to mechanical design modification were
still on test with over 115 cycles on each.

The principal failure related factors are an internal mixing of reactant
gases due to failures of mechanical structures such as the Hypalon bellows
and the cell edge seal. The secondary failure related factor is the in-
ternal mixing of reactant gases through the electrolyte contained matrix.
This phenomena cccurs due to loss of electrolyte from the matrix, due to
misting during electrolysis (gas evolution), local loss of electrolyte

due to cell orientation (gravity), ov possibly loss of water due to ther-
mal conditions or of local hot spots in the cell, The loss of liquid

from the matrix reduces the gas barrier effect of the matrix.

It appears that additional development effort is required to reduce the
failure modes to assure greater system reliability, wherein these cells
are utilized. This effort should include mechanical and design analysis
of the fuel cell components to resolve structural failures. It should
alsc include experimental approaches to the mechanisms which cause fail-
ures of the electrolyte as a gas barrier. The development of a technique
for controlled water management would enhance cell performance degradation
as well as increase cycle life.

The program has resulted in the identification of cylindrical regenerative
fuel cell problems, and a better understanding of resolutions to the prob-
lems. Although the cells which were delivered, as the end product of the
contract, consisted of some design modifications to alleviate the failure
modes, no e€fort was made to weight optimize these cells; however, several
significant weigh saving-areas have been identified, such as the inconel
pressure vessel wnich has a strength factor much greater than necessary;
and the elimination of the perforated inconel support core by incorporating
a sintered nickel tube to serve as both the core support and the hydrogen
electrode. It is also anticipated that with increased iutegrity of the
electrolyte gas barrier, a thinner matrix with a corresponding decrease

in electrolyte volume can be utilized for further weight reduction.

It is projected that with additional design analysis and development
efforts, substantial increases in cycle life ~.ud improvement in perfor-
mance degradation can be attained in the c¢,lindrical regenerative fuel
cell,
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AFPENDIX 1

SCOPE OF WORK

TASK I - CONTRACT REVIEW

Contract F33615-70-C-1671 will be reviewed by all tecianical and administra-
tive personnel that will be involved in the performance of the program.
Based on this review, a Program Plan had been instigated and a Program
Master Schedule was prepared as a Milestone Forecast.

TASK I1 - DESIGN AND FABRICATION OF BOILER-FLATE CELL
7

2.1 DESI.T

A heavyweight, or "boiler-plate”, test cell will be designed capable of
internal pressures of at least four times that anticipated in the fully
charged condition for operational lightweight cells. The internal config-
uration of the cell will be essentially the same as the EOS Rechargeable
Fuel Cell Model KH)-24AH-Mod I, modified so as to simplify the -eplacement
of any or all components. The pressure shell shall be designed o -s to
permit removal of the top head, with all of the connections and ir‘’ernal
parts attached, for inspection, replacement cf parts, or any othe: opera-
tion followed by easy reassembly.,

2.2 FABRICATION

For simplicity of fabrication, the boiler-plate shell will be built of heavy
wall stainless steel pipe with flanges at both ends, a blind flange at the
bottom, and a blind flang~ perforated for all connections at the top. 7ab-
rication of a prototype boiler-plate celi and two cores will be done. The
prototype will be cycle tested before fabricu-ion of the following five
units. Upon completion of the prototype test, five more boiler-plate cells
will be fabricated with modifications, if necessary.

2.3 TEST

To insure that the design and fabrication is adequate, all hoiler-plate
pressure vessels will be hydraulically pressure tested to %,000 psig (double
the anticipated maximum operating pressure) using a plug in place of the
burst diiphragm.
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Preliminary testing of one boiler-plate cell will be done using similar
internal components as are used in the Model RHO-24AH-Mod I. Based on

this work, a determination will be made as to whether the design meets

all of the intended goals, or if redesign is required. If an improved

design is needed, it too will be subjected to the same test program.

2.3.1 Deliverable Hardware

Two "boiler-plate” cells will be completely fabricated, leak tested, and
operated through a minimum of six complete twelve-hour cycles, each cycle
being 20 hours of charge at 2.0 amperes, 2.8 hours of open-circuit stand
at 600 psig pressure, and 1.2 houis of discharge at 33.3 amperes, with
data on voltage, amperes, total pressure, and differential pressure re-
corded on tape at 10 minute intervals. Following the sixth cycle, the
cells will be fully discharged, vented to reduce pressure to atmospheric,
and a shorting strap connected to the terminals. The valves will be
closed to prevent air from entering the cells. The cells will be deliv-
ered to AFAPL by, or before, 30 July 1971.

TASK IIT - PARAMETRIC STUDIES OF ELECTROCHEMICAL PERFORMANCE

Using the "boiler-plate' shell and internal cell configuration designed

in Task II, cells will be assembled for evaluation of the electrochemical
performance of the materials and componeats used in EOS Rechargeable Fuel
Cell Model RHO-24AH-Mod 1. Evaluation tests will be performed as a func-

tion of environmental temperature and pressure, and will be instrumented
as follows:

. Voltmeter
.  Ammeter
. Total Pressure Transducer

1 1%
2

3

4, Differential Prersure Transducer

5

6

1%
2%
2%
1%
1%

. Cell Temper«tur¢ Thermocouple
. Chamber Temperature Thermocouple

I+ 13- 1

The data will be periodically recorded throughout each test.

A voltage-current scan on charge and “ischarge 1 be done in the middle
of the discharge cycle during the initial, finai, and every sixth cycle.
The scan will range from ] ma/cm2 to 100 wa/cm?. The discharge portion
of the scan will be done by manuelly varying the load on the fuel cell.
The cell will be allowed to discharge for 30 seconds at each of the fol-
lowing current dersities, starting with the lowest value: 1 ma/cm2,

5 wa/cwt, 10 ma/em?, 25 ma/cem?, 50 ma/cm?, 75 ma/cm?, 100 ma/cm2. For

the charge scan, a constant current power supply wiil be manually operated
to charye the {uel cell for 30 seconds at each current density listed
above, starting with the lowest value, The cell will then be allowed to
finishk out the 7.2 hur discharge cycle. The voltage current scan will be
pertorned munially during the discharge portion.
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The 24 hour cycle wili be as follows: charge @ 1.85 amps for 22.8 hours.
When the 600 psig pressure switch removes the cell from charge it will
remain at open circuit during the remaining charge period. The discharge
will be at 33.3 amps for 1.2 hours. The cell pressure at the begimning
of each cycle will be approximately 100 psig.

3.1 TEMPERATURE TESTS

Two cells using the materials and components listed above, with a 600 psig
pressure switch and a 900 psig burst diaphragm, will be cycled a maximum
of 30 cycles at each of the following temperatures: 30°C, 500C, 80°C,
100°C. ~The testing at these temperatures will give information pertinent
to the electrochemical performance of the cells. The choice of these o
temperatures was based on previous experience with flat plate cells: 100 C
was selected as the higher limit to minimize material degradation, while
at temperatures belov 50°C electrochemical performance was poor, i.e., high
charge voltage and low discharge voltage. In the flat plate cell investi-
gations, a charge voltage higher than 1.90 or a discharge voltage below
0.70 was considered a failure, and at the lower temperatures there were
many "early failures”.

3.2 HIGH PRESSURE TESTS

The RHO-24AH-Mod I fuel cell has an average matrix weight of 29.5 g, and

is loaded with 67.5 g of 307 KOH soluticr. This results in an electinlyte-
to-matrix ratio of 2,28. Using this ratio, the cell electrodes will flood
at approximately 100 psig during discharge. 100 psig was chosen as the
lower pressure limit because the cell performance decreases at lower pres-
sures. However, since the the:modynamic effect of pressure is small,

lower pressures will be considered.

During the charge our electrolysis period, w-ter is decomposed at the rate
of 0.336 gm/amp-hr. The capacity limit of - fuel cell is below the point
where enough water is removed from the matrix to allow the gases to readily
migrate across and react chemically; this will vary with pressure and tem-
perature.

The 24AH fuel cell is originally loadeZ with 67.5 g of KOH solution con-
taining 47.5 g of Hy0. To attain initial full charge (including purging
of the cell and pressurization of 100 psig), 9.95 g of Hy0 is electrolyzed,

or 21.1% of the total water present. This represents 35.07% maximum KOH
concentration at nominal full charge of 600 psig.

The high pressure tests are designed to determine the capecity limit of
the FHO 24AH Mod 1 fuel cell matrix and to determine the feasibilit of
increasing the capacity by using a thicker matrix, a thicker Hy electrode,
or an additional electrolyte storage bed. The resulting increase in
resistivity with a thicker matrix will also be determined.
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3.2.1

3.2.?

Two cells will be fabricated using the st ndard components listed
above without pressure switches ane “ch 1590 psig burst diaphragms.
the cells wili be mounted in the ...- staticns and thg controls
will be run manually. The cells will be tested at 50 C, 80°C, and
100%. in the following manner:

1. Charge to 600 psig at 10 ~mps; discharge at 33.3 amps until
the voltage falls below i'./ volts.,

2. Charge to 800 psig or until cell charge voltage shows a
steep rise charactoristic of a dry matrix. Discharge at
33.3 2mps urtil the voltage falls below 0.7 volts.

3., Charge to 1000 psig or until the cell voltage shows a steep
rise characteristic of a8 dry matrix. Discharge at 33.3 amps
until the voltage falls below 0.7 volts.

4, If possible, charge beyond 1000 psig and repeat the test
listed above.

This information will be used in calculating the volume and weight
of the lightweight cells in Task 7.

Using the data obtained from 3.2.1, design data will be determined
for cells with a thicker matr.x, a thicker H, electrode, and/or
additional electrulyte storage. The cells will be fabricated ir a
boilev-plate housing. All other materials and comnounents will be
the same as used in the RHO-24AH-Mod I fuel cell.

3.3 LIFE TESTING

3.3.1

Based on the data collected in 3.1 and 3.2, modifications to the
materials and components will be evaluated in the boiler-pla.e cells
to determire the best choice for further cvclic testing, and also
the optimum choice of operating conditions. These chcices will be
verified by censtruaction of cells and several cycles of operation
under the tentatively chosen conditions. Two or more of these cells
will be placed on test fixtures for life testing, waich will be
carried out continuously from this time throughont the rest of the
program duration, using a twelve bour cyvle with a 1.2 hour dis-
charge period in order to subject the cells to more cycles. The
tests will he continued either until the end of the program or

untii tne ecnergy efficiency of the cells falls significantly below
45 percent. The pressure limit will be 600 psig. It should be
recognized that the 12-hour cycle is more severe than the simulated
synchronous orbi%t cycle (Fig. NR1, Exhibit A, Contract F33615-70-C-
1671) because the cell will be charged for more than 20 hours each
day at twice the normal curreat, and d..charged for a full 2.4 hours
each day.
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3.3.2 The cells that are on life test will be subjected to a voltage-

current scan as previously described in both charge and cischarge
modes, after each 30 cycles. This will give an accurate record
of the extent of degradation with cycling when compared to the

same type of data observed before the cells were extensively

cycled.

3.4 INSPECTION AND FATLURE ANALYSIS

All cells that have been cyclically tested and have cormpleted a particular

sequence will be dismantled in a glove box with an inert atmosphere for
inspection and failure analysis. The inspection will consist of:

1'

2.

Core and bellows visually inspected for any detectable change
or damage.

The core will be pressure tested at 2 to 4 psig to determine
whether any leaks have developed. The inside of the core will
be pressurized with nitrogen gas. A bourdon gauge will be
connected to the core. 'f a pressure drup is observed within
15 minuces, the location of the leak will be traced.

. The or gen electrode will be carefully removed, and this =lec-

trode a.d the matrix visually inspected.

A section of the mctrix will be removed and aaalyzed for
electro® ;te (KOH) concentration, A few drops will be squeezed
from the matrix, diluted in distilled water and titrated to
the phenolphthalein end point with standardized HCI.

On selected cells, particularly those that have been on cyclic life test
for extended periods, sections of both electrodes and the matrix will be
chemically analyzed for , latinum.

TASK IV

- CELL COMPONENT 4LPTIMIZATION

4.1 MECHANICAL COMPONENTS

4.1.1 Bellows Evaluation

Since the Hypalon bellows may not meet the life requirement of the ESS,
and may be marginal in regard to radiation-induced damage, both electro-
formed and welded metal bellows will also be evaluated.
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4,1.1.1 Two of each of the following type of btellows will be immersed
in a 30% KOH solution at 100°C for 48 hours:

1. Hypalon bellows
2. Electroformed nickel bellows
3. Welded nickel bellows

The KOH solution will be washed off and the bellows dried. The
bellows will be mounted in a test device that will alternately
put a 3 psi differential on each side. The test mounting will
be glass pipe so that the flexing at the bellows can be visually
observed. The cycle frequency will be 1/2 minute/side. Timer
controlled solenoid valves will control the pressure cycles.

The test fixture will be instrumented with either a piston orer-
ated veeder counter or a pressure transducer with a recorder.
The test will rum until the test part passes 2000 cycles or
fails,

4.1.1.2 A literature search will be made to evaluate the radiation tol-
erance of the various bellows materials.

4.1.2 Pressure Housing

The thickness of the pressure housing of the cells will be designed for
a proof-pressure of 150 percent of the fwli-charge pressure, and burst
strength of 200 percent of full-charge pressure. These figures are con-
servative, and may be somewhat reduced in the future when overall system
reliability has heen demonstrated to the extent that lower safety factors
are warranted.

The material used will be an inconel alloy because of its excellent com-
patibility with KOH.

4.1.2.1 A sealed pressure housing with all the accesscories, excent a
burst diaphragm, will be hydraulically tested to experimentaliy
verify the yield and burst pressures. The pressure housing
will be tested as described in paragraph 2.3.1, except it will
be pressurized to the yield and burs* pressures.

4.17.2.2 A literature search will be made to evaluate the radiation tol-
erance of the pressure housing material.

4.1.3 Perforated Core Support

The perforated core, which supports the electrodes and matrix, will be

redes _ .d to minimize its weight. Several alternatives will be inves-
tigated. Thinner metal than used in the RHO-24AH-Mod I is the simplest,
most direct approach. HKowever, the nickel plaque which is the basis of
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the hydrogen electrode may have adequate strength if supported only by a
metal ring at each end to serve as sealing edges as well as circular sup-~

port.
rings.

In this latter approach, the nickel plaque will be welded to the
Another approach to evaluate will be a sintered nickel core attached

tc nickel rings, as manufactured by Union Carbide. A removable plastic
core will be used to support the inner electrode while forming the matrix
and winding the wire around the outer electrode.

4.1.3.1 Complete cores with dummy electrodes will be fabricated as follows:

4.1.3.2

1. Core with standard RHO-24AH-Mod I support
2. Core with lighter support
3. Core with no support

The cores will be wet with electroalyte and subjected to increasing
differential pressures on each sid2 until a mechanical failure
occurs. The results of the core pressure tests will b used to
help determine the final selection vf core design.

As an alternate tu the perforated core support, a study will be
made of the feasibility of fabrication of a sinte ed nickel tub-
ular structure that would serve as both the core support and the
hydrogen electrode. Analytical studies will be done to determine
the method of attachment of end rings to an expanded metal screen,
and the tooling required to apply nickel powder to the screen to
be sintered while maintaining the required dimensional tolerances.
Tooling will be fabricated to produce a structure 2.00" I.D. and
approximately 40 to 60 mils thick.

A few preliminary parts will be fabricated to evaluate the tooling,
and experimentally determine the optimum sintering conditions. A
limited number of parts will be fabricated to determine the ability
of the tooling and process techniques to vary the porosity of the
finished cores within controlled limits. Based on these prelim-
inary tests, one set of operating conditions will be established,
and 4 to 6 cores fabricated.

The cores prnduced above will be subjected to crush tests to
verify adequate strength; a minimum of 30 psi pressure differen-
tial in either direction will be considered satisfactory in terms
of mechanical strength. Following the mechanical testing, a
series of chemical tests will be run to establish that the sin-
tered nickel can be platinized, and any modifications to the
present techniques that might be required will be determined.

Four more sintered cores will then be maue, and platinized. Two
of these will be processed as compieted fuel cell cores, complete
with welded metal bellows, top caps, matrix and oxygen electrodes,
and installed in boiler-plate shells for actual cyclic testing.

115




4.1.4 Pressure Switch

The pressure switch on the RHO-24AH-Mod I is a modification of a commercial
switch. Alternate sources of pressure switches, lighter in weight and
vendor-qualified to the envirommental requirements, will be sought.

4.1.5 ZPressure Transducer
Regenerative Fuel Cell Model RHO-24AH-Mod I includes a pressure transducer

to indicate state-of-charge. As in the case of the pressure switch, sources
of adequately qualified components will be sought.

4.1.6 Insulated Feedthrough Connectors

The insulated feedthrough comnections used on RHO-24AH-Mod I are a commer-
cial item, subject to wide dimensional tolerance, and are not acceptable
for flight hardware. The Advanced Technology Division of EOS will design
and fabricate a new feedthrough connector for the regenerative fuel cell.
At the same time, alternate sources of commercial feedthrough connectors
suitable for this application will be investigated.

4.2 ELECTROCHEMICAL COMPONENTS

4.2,1 Oxygen Electrodes

A basic limiting factor of electrochemical performance of the regenerative
fuel cell is the electrode activity. Higher current densities without
increased voltage losses would permit higher energy-to-weight ratios at
the same energy efficiency.

4,2,1.1 Two cells will be fabricated in the boiler-plate shells and
cycle tested using increased platinum loading on the oxygen
electrodes; these will tentatively be with 20 mg/cm2 of platinum,
compared to the presently used 9 mg/cmz. All other materials

and components will be the same as used in the RHO-24AH-Mod I
fuel cell.

4.2.1.2 One cell will be fabricated using a platinized nickel plaque (EOS)
electrode as the oxygen electrode. This type electrode is not
"wetproof”", and is thicker than the Allis-Chalmers Type 6 material,
thus will hold more electrolyte and permit the gas-liquid inter-
face to move in and out (with reference to the matrix) while
maintaining adequate 3-phase contact zones. It is recognized that
non-gold plated nickel will corrode in the KOH-oxygen environment,
but the rate of corrosion of the platinized nickel may be suffice
iently low to permit extensive evaluation o< this type electrode.
The rate of corrosion may be low enough that it is not a limiting
factor in performance; this will be evaluated by life testing
within the duration of the program.
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4.2.1.3 One or more cells will be fabricated in the same manner as those
described under 4.2.1.2, except that the matrix will be made from
100% fuel cell grade asbestos. It is recognized that asbestcs
is more reactive to KOH than potassium titanate, but the rate of
attack is believed to be sufficiently 1w that deterioration of
the asbestos is not considered a pertiment factor in life testing
at the present state-of-the-art. The purpose of these tests is
to demonstrate any advantages of asbestos such as higher capillary
potential, greater swelling contact, ability to resist gas perme-
ation with reduced thickness and lower resistive losses, and
better uniformity throughout the matrix (one component vs. three).
It is proposed to run extended tests on one of these cells, to
try to determine the life liwiting characteristic(s).

4.2.2 Electrical Connections

All electrical connections in and on th. cell will be investigated in an
attempt to reduce the electrical resistive losses in the system and im-
prove upon the earlier design. All cell connections will be measured
with a milliohmeter. An effort will be made to reduce the total cell
resistance to an absolute minimum.

4.2,2.1 One or more cells will be fabricated to evaluate the merits of
current collectors on the oxygen electrode to minimize IR losses.
The construction of the cell and the collectors will be based on
data analyses of cell component variables to optimize performance.
Parametric tests will be run to determine the electrical proper-
ties of the cell in charge and discharge modes compared to
earlier tests. If time permits, testing will be :ontinued for
the duration of the program.

4.2,3 Compression of Electrodes and Matrix

Compression of the electrodes and matrix will be investigated. Lack of
uniformity of compression, and contact, of the matrix and both electrodes
may be a factor in limiting electrochemical performance.

4.2.3.1 The tension used in the nickel wire windings is now five pounds.
Dummy cores will be wound at increased tensic.a. The limit will
be determined at which physical damage is done to the core.
This test is to determine the upper limits of wire tension on
the core winding. A cell will then be assembled, using the max-
imum tension, and cyclic tests will be run to confirm if
electrochemical performance is improved by providing a closer
contact between the electrodes and matrix.
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4.2.4 Matrix and Electrolyte Loading

The thickness of the matrix and its electrolyte loading will be investi-
gated experimentally in Task 3, although the results of the tests will
be used in this task, Cell Component Optimization. The optimum matrix
thickness and electrolyte loading, as a function of operating pressure,
will be determined in Task 3.

4.2.5 Temperature Measurements

A cell will be fabricated with provision for temperature measurements at
several locations on the core. Thermocouples will be mounted in coantact

with the core, and the leads will be brought out of the cell through one
of the gas connection tubes.

During electrolysis, or charge mode, the total pressure of the cell will
be held very slightly abova ambient pressure, and the gases generated
will be vented -ontinuously. Similarly, during discharge, or fuel cell
mode, the pressure will be held slightly above ambient, and the required
hydrogen and oxygen will be supplied from external sources. This will

alleviate the problem of gas leakage at the multiple-wire feedthrough for
the thermocouple leads.

Although a small error will be introduced by the heat content of the gases
leaving or entering the cell, it is assumed that this will be small com-
pared to the total polarization and resistive electrical losses which
generate the heating effects being measured in this test. It is antici-
pated that a reasonable approximation to internal cell temperatures will
be observed in this test, and the data will be used to verify the assump-
tions concerning internal thermal conditions used in design calculations.

TASK V - ESS CENTERLINE DESIGN

A functionally complete breadboard regenerative fuel cell energy storage
system, modular at the single cell level, that is fully representative of
a larger system in all performance aspects, will be designed, fab.icated,
and tested. Consistent with and appropriate to the EOS single cell
approach, the Centerline Design will be based on a system comprising four
regenerative fuel cells, each of which will be of the same size and con-
figuration as the basic elements of the proposed ESS. The four cells
will be arranged in two groups of two cells each, with the two cells in
each group connected electrically in series. The two groups will be in
parallel for charging and in series for discharging. Each cell will have

a discharge current of 33.3 amperes, and have a current-time rating of
40 ampere-hours.

118




The breadboard that will be built, tested, and delivered ir this program
will be rated at 111 watts, or 133 watt-hours. It will operate at charge
and discharge voltages between the limits of 3.0 volts minimum and 3,67
volts maximum. In this respect, it is exactiy one-ninth of a one-kilowatt
system in energy storage and busbar voltage.

Each of the cells will be provided with a total pressure transducer.
Either cell in a group can signal to discontinue the cherging of its
group. Each of the cells' transducer will indicate state-of-charge.

The transition from charge to discharge will be controlled by a double-
pole double-throw switch, with the connections to the busbars directly
from the switch. Provisions for instrumentation will be made for the
breadboard prototype, but will not be considered as part of the flight-
weight ESS. The ESS Centerline Degign will be periodically reviewed and
updated to incorporate all new information throughout the duration of the
program.

TASK VI - ESS COMPONENT SE .ECTION

Following the first review and improvement of the Centerline Design, all
components of the ESS will be selected and identified by manufacturer,
model number, drawing numbec, etc. A revised Centerline Drawing will be
prepared with complete identification of all components. Wherever possi-
ble, components that have been vendor-qualified to comply with the
environmental requirements of the ESS will be specified.

Following each revision of the Centerline Design, the ESS Component List
will be reviewed and any changes incorporated.

TASK VII - DESIGN OF LIGHTWEIGHT "ELLS

This task is divided into “wo major subtasks. The first includes the

work required to optimize the single cell configuration. The second sub-
task will include parametric analyses, spacccraft integration considerations,
and the generation of a conceptual design of a 1 kw energy storage system.

7.1 3INGLE CELL DESIGN AND ANALYSIS

The following specifir tasks will be undertaken to optimize the single
cell configuration.
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7.1.17 Stress and Dynamic Analysis

7.1.1.1 Random Vibration. - The response of the fuel cell into the
specified random vibration spectrum will be predicted and the
resulting deflections and stresses checked. The location and
type of supports required to insure that the core assembly will
survive the vibration environment will be defined by this

] analysis. Survivability of the electrical feedthroughs and

3 other attachments will also be determined.

7.1.1.2 Pressure Vegsel Design. - This analysis will define the minimum
weight configuration which will meet the following criteria:

— Proof pressure of 1.5 times the maximum normal opera.ing
pressure,

—— Burst pressure of 2.0 times rhe maximum normal operating
pressure.

—— Strain levels which control the O; volume changes under
pressure to values which do not cause unacceptable pressure
differentials between the hydrogen and oxygen chambers.

7.1.2 Thermodynamic Analysis

This analysis will be performed in three steps.

7.1.2.1 Develop General Equations. - The general equations which define
the relations between the system variables as shown in the flow
diagram will be derived. A heat transfer analysis will be per-
formed to define the temperatures within the cell as a function
of time. Consideration will be given to the effect of strain
in the pressure vessel, bellows deflections, and thermal expan-
sion in the determination of the volume relationships. The gas
compressibility factor will be included in the gas law.

7.1.2.2 Program for Digital Computer. - The number of interrelated
variables included in the analysis is such that a numerical
analysis, using the digital computer, wiil be required to deter-
mine the hydrogen and oxygen pressures as a function of time.

7.1.2.3 Run the Program to Determine Conditions for Minimum AP. - Using
the geometry of the centerline configuration and various condi-
tions, the AP between the hydrogen and oxygen chambers will be
calculated. The sensitivity to molar imbalance, volume imbalance,
temperature, pressure vessel stiffness, vellows stiffrness, etc.

will be evaluated and set(s) of conditions which produce accept-
able performance determined.
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7.1.3 Material Analvysis
The propertie .7 the materials selected for use in the fuel cell will be

reviewed to i. sure compatibility in the chemical, radiation, and static
ard dynamic enviromnments specified.

7.1.4 Detail Design of Lightweight Cell

The recommendations of the foregoing analyses will be incorporated into
such documentation, drawings ard/or sketches as required for the manu-
facturza of the prototype and breadboard lightweight cells.

7.2 1 KW ESS DESIGN AND ANALYSIS

The following tasks will be undertaken to define potential thermal inter-
face problems which may arise with *he spacecraft in the integration of
an energy storage system using a fuel cell of the design optimized in
Task 7.1.

7.2.1 Parametric Heat Transfer Analysis

7.2.1.1 Preiict Equivalent Ambient Temperature for Single Cell as a
Function of Time - Tp(t). - This task will require the use of a

three dimensional, transient, heat transiar analysis computer
program. The equivalent ambient temperature for each cell of
the 1 kw system will be determined for a limited number of cell
groupings and spacecraft ftemperatures and heat rejection system
configurations.

7.2.1.2 Determine AP Versus Tp(t). - Using the temperature precdictions
from the previous task, the computer routine developed in Task
7.1.2 will be reentered with Ty as a time variable ard the
resulting gas pressures calculated.

7.2.1.3 Defin: Thermal Integration Requirements. - Iterations of Task 1
and 2 will be performed to determine the conditions required for
compatibility of the fuel cell ESS in various spacecraft config-
urations.

7.2.2 Conceptual Design and Integration of 1 kw ESS

7.2.2,1 Description of System and Basis for Sclection. - The results of
Task 7.2.1.3 will be reviewed and the system which best satis-
fies the required conditions will be selectad for the conceptual
design.
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7.2.2.2 (Conceptual Drawing. - A drawing depicting the configuration of
the 1 kw %SS and its integration into a typical spacecraft vill
be generated in sufficient J»tail to demonstrate feasibility.

v g

TASK VIII - FABRICATION AND TESTING OF LIGHTWEIGHT CELLS

8.1 ZROTOTYPE FABRICATION AND CHECKOUT

After completion of the cell design in Task 7, two cells will be fabri-
cated. All manufacturing and quality control procedures will be reviewed
i during the fabrication. These two cells will be pressure-leak tested in
a vacuum chamber, with the internal part of the cell pressurized to a
full-charge pressure with helium, flushed to remove inert gases, sealed,
and subjected to at least a two cycle preliminary performance test.

ATt AT AT e e

8.2 VIBRATION TESTS

After the preliminary performance test, one of the cells will be mounted
in a fixture for th.. vandom vibration test in each of three mutually
perpendicular planes for five minutes in each plane at the frequencies
and spectral densities given in Figure 55. After completion of the ran-
dom vibration test, the cell will be functionally tested using one
standard charge-discharge cycle, after which it will be disassembled for
complete examination of all internal parts.

8.2 THERMAL TESTS

The other cell of the two described ahove will be tested by obtaining a
voltage-current scan at a predetermined temperature, then thermally
cycled twice between -20°F and 100°F, with at least 12 hours storage at
each extreme, following with a second voltage-current scan which will be
run at the same test temperature as before.

8.4 VACUUM TEST

Following successful ccaopletion of the temperature cycling test, the cell
will be installeud in a vacuum environmental test chamber, and operaggd

for one complete 24 hour charge-discharge cycle at a pressure of 10 “mm Hg
or lower with instrumentation to record voltage, current, and temperature.
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8.5 CYCLE TEST

After successful completion of the envirommental tests, two more cells
will be fabricated. The helium leak test will be considered a standard
quality control check before the cells are sealed. These two cells will
be subjected to a two-cycle preliminary test, using the standard 24-hour
charge~discharge cycle. Upon the »uccessful completion of this test, the
cells will be subjected to a 30-cycle test, using either the standard
24-hour cycle or a shorter (6~ or 12-hour) cycle, with each cycle running
from full discharge to full charge.

8.6 HYDROSTATIC TEST

In addition to the two cells fabricated for electrochemical testing, two
or more cells will be fabricated without electrodes or matrix. These
"empty" cells, complete in all external details and with full standard
assembly and inspection of all welding, case penetrations, burst diaphragm,
etc., will be subjected to a proof pressure hydrostatic test. The cells
will be tested using the fixtures and instrumentation descrihed in para-
graph 2.3.1. The pressure will be increased until the burst diaphragm
ruptures, which should be at the design proof pressure. In addition, one
of the empty cells will be assembled without a burst diaphragm, and will
be hydrostatically tested to burst pressure. (One of the cells used for
proof pressure testing may be used by welding a solid plate in place of
the released diaphragm).

8.7 BREADBOARD CELL FABRICATION

Upon the successful completion of the 30-cycle tests, 6 lightweight cells
will be fabricated, using the same manufacturing and quality control pro-
cedures as used for the twc test cells. Each of the cells will be subjected
to a minimum of two 24-hour cycles under standardized conditions. Each of
the cells will be equipped with total pressure transducers. Four of the
cells will be used to assemble the Lrcadboard ESS.

TASK IX - CRITICAL COMPONENT TESTING

The critical compunents of the ene gy storage system are the regenerative

fuel cells, pressure switches fer charge control, switchgear to select the
charge or discharge mode, and the current control device. Representative

samples of each of the critical components will be subjected to both func-
tional and environmental testing to assure compliance to the temperature,

pressure, and random vibration requirements.
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All parts subjected to any or all of the envirommental test regir s will
be functionally tested to assure proper operation after the environmental
tests. This includes the regeerative fuel cell. The functional tests
will be to the full rating of che particular component; in the case of the
fuel cell, this will consist of at least one complete charge-discharge
cycle (see Task VIII).

Although no tests will be run to demonstrate radiation resistance, this

requirement will be considered in all design work. As discussed in Task
VII, little or no problem is anticipated due to this environment.

TASK X - DESIGN OF BREADBOARD REGENERATIVE FUEL CELL ENERCY STORAGE SYSTEM

Concurrent with Task VIII, Fabrication and Testing of Lightweight Cells,
the design of the complete breadboard regenerative fuel cell energy storage
sytem will be done. The design will be based on the data and information
generated in Tasks III through IX, and will be for a 111 watt (133 watt
hours) system,

The breadboard will include all the components from the regenerative fuel
cells to the ESS electrical terminals for connection to the host vehicle
bus bars. This includes pressure transducers to indicate state-of-charge
and to signal or control full charge condition, interconnections between
individual cells, and switchgear to select series or parallel connections
of groups of cells.

Preliminary analysis of the 111 watt system indicates that 4 cells in
series connection will be required to achieve the required voltage in the
discharge mode, Each cell, and the group of 4 in series, will deliver 40
ampere-hours at 33.3 amperes. A double-pole double-throw switch will be
used to realign the cells into two groups of two for the charge mode; each
group of two will be in series, and the two groups will be in parallel.
This arrangement will permit the cells to be charged, using a power con-
ditioning device to maintain constant current in each group of cells,
using bus bar voltage,

The supporting structure of the 111 watt (133 watt-hour) breadboard system,
including the 4 cells, interconnections, switches, bus bar connections,

and instruments will be included in the design of the breadboard, but will
not be representative of the firal design, nor will it be designed for the
environmental test conditions.

The instrumentation and controls required for the time-cycle controllers
and the transducers, the power supply for the charging current, and the
electrical load with its controls for discharging wiil all be external to
the breadboard, and not ¢ n1sidered part of it.

125




TASK XI - DESIGN REVIEW

Upon completion of Task X, a des:gn review will be conducted. Specialists
in material aad s.ress analysis, radiation and other environmental prob-
lems, electrical and electronic control, manufacturing enginzering, quality
control, thermal analysis, and solar panel interface problems will be on
the review team.

The design review package will include engineering drawings of the cells,
specifications and certifications (where available) of all other compo-
nents, data from environmental and functional tests, and the breadboard
design.

All members of the Design Review Team will be asked to submit recommenda-
tions for improvements and/or modifications to the design package. These
will be reviewed by the Program Manager and Principal Investigator, com-
sidering the effect of the recommended changes on performance, system
weight and power density, schedule, and cost.

The Program Manager will issue a report based on the results of the
Design Review, including all recommendations, how they were incorporated
into the design package, and a justification of rejection of any of the
suggestions.

The Breadboard Design will then be vpdated to include the work of the
Design Review Team prior to fabrication of the breadboargd.

TASK XII - BREADBOARD FABRICATION AND 2.°ST

12.1 ASSEMBLY

Based on the design of Task X and the design improvements of Task X1,
the cowplete breadboard system will be assembled.

12,2 CIRCUITRY CHECKOUT

Prior tu functiunal testing, all electrical circuitry will be checked,
all instrumentation tested and standardized where required, and all
switchgear tested for proper operation. The breadboard system will be
installed in a protected remote location in the "fuel cell blockhouse"
(EOS Bldg. 100, Room 122) with all power and instrumentation leads
brought out to the control center. As discussed in Task VIII, all of

the regenerative fuel cells will have been tested for two coumplete cycles
before being assembled into the breadboard.
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12.3 FRELIMINARY TESTING

Preliminary functional testing will consist of two complete cycles,

using the standard 22.8 hour (or slightly less) charge and 1.2 hour dis-
charge, for a total of 24.0 hours. The charging current will be slightly
more than required to attain full charge in 22.8 hours, so that the pres-
sure control switches will inter: pt the charging current when the full
charge condition is reached; the cells will then remain dormant in the
fully charged condition ¢ 1til the beginning of discharge. After the two
complete cycles, all components of the system will be inspected to the
extent possible.

12.4 CYCLE TEST

The eadboard system will be subjected to the cyclic regime of Figure 56,
modified to permit two cycles per day, for two complete eclipse seasons.
The modification of the cyclic regime will be that charging of the 40
ampere-hour cells will be done at 4.0 amperes (10 hours maximum) and dis-
charging at 33.3 amperes for the time indicated for the particular day of
the eclipse season. Charge will be immed .ately after completion of the
discharge; there will be a period of storage at full charge in each cycle
between charge and discharge.

During this testing, system voltage and current will be continuously
recorded. Individual cell voltages will be recorded to determine whether
any individual cell is degrading at a different rate than the overall
system; if this occurs, the cell will be replaced and subjected to exten-
sive examination to determize the cause of degradation.

TASK XIII =~ DELIVERABLE HARDWARE

The breadboard regenerative fuel cell energy storage system fabricated
and tested in Task XII will be delivered to the Air Force Aero Propulsim
Laboratory as specified in Paragraph 6.3 of Exhibit A, Contract Number
F33615-70-C-1671.

In addition, representative camples as described in Paragraph 6.4 will
be delivered upon request. These samples will not be specifically fab-
ricated for this purpose, but shall be items which are no longer needed
for their original purpose because of failure, completion of test, or
design change.
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APPENDIX 11
BOILER-PLATE DESIGN ANALYSIS

1.0 PRELIMINARY DESIGN CALCULATIONS

The preliminary design calculations establish the dimensional
parsmeters of a 40 A,H fuel cell at a discharge rate of 33.3 amps

=N

and subject to 600 psig at full charge.
1.1 Electrode Arca
33,300 me 2 2
froded® Tl ) = =70
785 ma/cm2 450 cm =70 in
1.2 Volume 112
PV = ZNRT
gm N
2y . mole
NH2 = 40 A-hr X 0.0374 yeNe X 5016 8m/"2 0.75
% T = 50% = 323%
- = 82,057
‘ P, =100 psi
P, = 600 psi
= 500 psj = 34 atm,
Z. =1,0395 Z_ .= 0,9849
}12 02
v e 075 (82,001 (323) 0:0199) . 505 e 36.4 in
H? 34

1.3 Volunc 0

2 Y
24 ] v 2. '/ .-...g.
Required V -
. , ) g 53
VO = (0.9849) (29&cc) = 294cc 17.95 in
2
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1.4 CORE ID

x rzl = 36.4 inaz
2xr (£-0.75 =70 in2 4. 36:4in>
- : ‘ r .

? 244 2% - 15a=70
fox )
72.8

r 1.? xx - 70 =0

-1.5x r2 - 70V + 72,8 =0

r2 4+ 14,9 - 15.5- 0

r = - 16,94\ /004.9)% -4 (-15.5)
2

s YIS N oty e
. r 14 9._}_\ .?.Z_?_ 2!....6.6.‘2'.’...(1 == - 14.9 ,.!.' \ /CE:EE[! . _9_ - .-:1*[-‘. :—2 ’L_ __1.6__._8: .,?-
2 2

1.9 .
5 = 0.975

I{
g = ...J..@.'.-’..- -
x (0.975)

5 " 12.? in
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1.5

Piascosions of Pressure Vessel Using 2.45" ID

Regaired 0, V = 17.95 in3

Displaced Volumes

V core Assembly = (1.11)2ﬁ (11.5) = 44.50 in3

“2 and 02 tubes = 0,03

1

0, current collector

) 0.05

Bellows clamping = 0.08

Bellows = 0,29

1]
N
.
(o)
-

Edges n(1)2(.75)

Total displaccd vel. 47.29

sing 2.45 in, dianctex

s = e

Va = 12.23 (1) (1.229)° - 47.53
57.7 in3 - 47,729 = 10.4) iu3
17.9%

=10.4)

=z F/ 1
. Vb 7.5 in

7.54

PO Rt A Lo
by = Y 5ay? 7 164

!'a 4 ;b = 32,23 4 1,64 - 13,87 iu.
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2.0 STRESS ANALYSIS

A stress analysis was performed on the flange of the boiler-plate
pressure vessel using equaticns 32 shown in Figure 57. Values for
the variables were calculated using the Fortran time share com-
puter. This analysis showed the flange was not the critical area.
The yield and burct pressures at the weakest section, the end
plate, were calculated as follows:

c 3p b @i
Y max (4) 8 b m h?

b= 4.6G0

m= 1/v=1/.33:=3
h = .375
b (64) 8
B (4. 0) (,) 8 (64 1?2
. e -~ 3 P3P
Sr wax (4) [ NONE 3/)) 9 (4) 9
S = 14,22 7
r mix
2.2 YJELD PRESSURE o
‘ B Y p :. .l L?.QOO s ’ 3
R VR PR TS Rk
M.S. at 2000 P31 with ¥F.8, = 2
S
42,000
YIELD 1.8, = Ie . moasr s

-1 - -1 = -.2616
Tilo2 (5600ys7 T YT Sg.en0 )

2.3 BURSY PRESSULL

S
Y LI 81,000 : 106
pBURSU 14,22 14,22 5,696

M.S. at 2000 PSI with F.S. = 2

n -1 = 42005

YY1 G .S ot
BURST N.S. - g eng
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3.0

3.1

THERMODYNAMIC ANALYSIS SUMMaRY

The fuel cell configuration analyzel is shown in the attached Fig. 58.
As shown, the fuel cell basically is = presaure vessel containing oxy-
gen and hydrogen guses. These two gases &re separated by a matrix
material. The fuel cell design incorporatee a flexible bellows be-
tween the two gases as means of minimizing pressure differences across

the matrix material.

The first step in the analysis was to derive the governing equations.
This was done in the following manner: First, the ejquations were de-
rived for calculating the pressure difference across the matrix if

there were no compensating bellows. Second, an equation for calculating
necessary bellows volume was derived. Third, a total energy balance
equation was established for the fuel cell. Solution of the third equa-
tion is required prior to evaluating the first two equations. Deriva-

tion of these equations follows:

Maximum Pressure Difference, No Bellows: (The no-bellows infers a

constant volume system)
Equation of State:

=Wk T (1)

i .
= + ,
pi wi T, {2)
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Note that: v, = wbi +-wit (3) |
: [ ]
dwi =w, dt (4)
for ;i = constant
Substituting cquations (3) and (4) into equation (2) and
integrating, obtain: .
g woi 4-wi {t - to}
pilpo. - Ti/To %) 6)
i i oi

where: P = poi; Ti = Toi @t = t, = 0 -

Equation (5) wmay be uscd to caleulate the hydrogen and oxygen gas
pressures as a function of time once the temperature ratio (Ti/TO )

is knoun, i

L]
Required bellovs Voluae:

The bellous voluame requiyed 701 pressure coupensation is calculated
in the folloving manner:

Equation of StalLe:

At sowe point in tinmgc:

Po, Vo? " Yo, 1"o? To2 (6)
1 } ] l

pu? Vu? ; “u? Hu? 1n7 (1)
14 1 4

at some other voint in tiwp:

po? VO? . wo? ‘n? To? , (6)
9 2 ? 2 '
pn? vn? : “n? ‘n? Tu? -
2 2 ? ? {




Rt i c s

B

ey s

The bellows swept volume; AV: .-
&V = by, =V, o

2 2 2

b f‘bvnz = vn2 - Vuz
: L2 2
and T oM, o=~ Ny \ (12)
. }12 02 "I
Note that: po? = p“2 3 p07 = p"? : (13)
1 ) 2 . 2.

v Ry 7 '.; R, ¥
02? 0? 02? "2? kﬂz “2”
Therefore: == Lo e e LA (14)
VO v
2 “2
2 2
ond: VO? 2 Vo? -, - - (15)
’ 2 ]
V"? 5 VH 1 Av (16)

2’3

Substituting equations (19) aud (16) into cquatioa (G4) obtain
the follouving equation foir the suvept volu: of the bellons:

\! K ¥} \ - fw ) S \'
H, "H, H ) 0, ( 0, 0, °C ) 0
( fZ _3--}? 2, 2, 2 "1,) "7

v = v E T FIN Y K ) an
n? H, H, 0? o2 0,
2 ? Y 2

Fquation (17) way be vaed to calevlate the belloos suept volueas
neeessary to cqualize the H? cad 0, gos pron ures for a given sot

of initial conditions (\'0? and Vh? )'and o bnova o calewrble sct
] ) .
of differcut conditions (z'”? H '!‘N? aud "'0? ;.'1‘07
7 ? 7 -2
137
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3.3

Total Energy Balance e

b4

The enc1gy balance for the.fuel cell system is bascd on the premise
that:

Heat is dissipated uniformly in the matrix during a charge or dis-

charge condition and is ultimately Jost to the surronding environ-

ment: by couvection from the outer pressure vessel shell,

The heat d1051paLod by the matrix is either stored in the matrix
paterial or transferred to the 0, and H2 gas:

2
d Tﬁ
Q = (wo)y, it (A) ( 09} + (A [Ty - "n?) (18)
An cenergy balance on the H? £as: ) :
) d 'Ju? : '
(hh),, (;H - ) s Quedy e 19)
2 2
An encrgy bﬁ]cUC( on lhc 07 §as: Reproduced from
best available copy.}
d ?b? ..
(hA) (T .Y } (ve). -4 (hA) ('r - T)‘ (20)
_ MM 0?. 02 dt 02 02 s
An encrgy balance on the pressmie vessol:
d v
gy A\l 5 ’ \ ..o SN . M " .
(hA)O? (10? 18) (\.\ ,5 oL i (h.\?s (JS Ja) (?])

oe teaperature history of the hydrogen and o yaen gos, the
watrix material, evd the pressvre vease) may bo obtajusd tivou h
the simdtaveovs solution of the four differceantial cgualines,
(18), (19), (0), and (21), Obtainivz the foar sicvlivcocons
solutjons as 2 function of tiwe s a tach for a rethor sopiisticated,
3-¢5, trensiont, heat transfer conputer prograwt and is b, pnd

the scope of the preaent (zercise An a result so- o sicplification
vas yequired,

“Jhere ere scvarad sech progras cuieatly in ouse vithin the
acrospece jndvstiry, '

13¢
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In ¢valuating system paramelers, it is apparent that +ie significant
heat" dissipation is during the 72-minute discharge perici, and that -
the dominant and controlling theimal mass in the systen is that of
the containment vessel. By neglecting 1) the therwal wass of the
gases (a good assumption) and (2) the mass of the matrix (this is
. & reasonable assumptioun, but not nearly as legitimate as. neglect-

* ing the mass of the two FASSCS), Ve may write: .
: a Ts - . ¢ -
Q= (wc)s T (hA)s (Ts - Ta) (22)

0%, )

~

Q = (hA), (J‘M - '1'0?)

By further assuming that at the bezinniuvg of discharge:
¢

7 = 7 2 7 : EEN I T |
. }12 2 Ho so a o
(] ©

equrtion (2?) way be intcgrated to 1eselt in the following eguation:

e ey
)8

Vo g .. Q
fls -'lol (26)

.(. hi

After solving c\qu:\ticm (26) for 'l‘q as a fuactijon of tinz, the
remajning temperatures way be caleulated:

) x . ---.-Q-.—— " .
Yo T (hA) - (27)
2 0
- 2. ‘
N T * O .. Q PR | .'..-Q. ~——— ; :
et T () ' (ho),, '(?f)
2 ?
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Equations (5), (26), (27), (28), and (25) have been prégrammed
for parametric evaluation and solved on the time share computer
to obtain gas temperature and pressure nistories during discharge.
Having once obtained this daté, the required bellows volume cane

be calculated from equation”(17),
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3.4  _ BELLOWS USING FULL BOILER PLATE VOL. AT 600 PSIG AND 100°C

Cop s ko 3y

|- ey My %y 2, ‘2, 'z
[}
Nﬂz '1'H2 + hoz Toz
2 % 2 %
: To, = 1133 Tm, = 423%
g 2 2
%
: I, = 1.088 Toz = 406%
] 2, 1 r e
P, = o.0m, Mo, = o0.4s
z 2

V, = 5%6cc, V, = 2%cc
2 2
1 1

= 'AV _0.90M) (423%) (2%4ce) - _(0.45) (405°k) (596cc)
T (0.908) (423°%K)+ (0.451) (406°K)
: . 112,000 - 109,000 3000
av = 381 F 182-5 7 $63.5 ° 032 cc 3
2325 in
3.5 BELLOMS USING FULL BOILER PLATE VOL. AT 609 1< AN 50°C
Tu2 n 1183 Tn2 . 372
2 1
To2 = 1.10 Toz = 356
2 1

e (090 (372) (9= (043 (50)_ (5500
(0.90) (372) + (0.45) (356)

0_-.93,800 _ 2,100
51 160 T 495 3
\ .250 i“.

= 4.24 ¢
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3.6 BELLOWS ADJUSTING BOILER PLATE VOL. TO 40 AH AT 1000 PSIG
) PV = Z NRT
P = 900 psig = 61.2 atm,
T = 3713%
N = 0.75 moles
2y, = 1.0312
2
R = 82,057
Vp o L0312 (0.75) (82.057) (313) _ 34 (. .
2 61-l. 3
23.6 in
i
v z 2 v 387
= - = 45 | —-]=
02 02 3 02 9745 2 188 cc s
Zy = .9745 11.45 in
2 .
3.7 BELLOWS VOLUME AT 100°C, 1000 PSTG, (40 AN)
' 1
“uz Tu2 "o2 — l‘02 ’oz Vn2
W = 2“2 1 2 2 1
k‘}12 Tu2 1 N02 1o2
2 2 2 2
T, =103 13%) = 423%
1000
To2 « 1,088 (373%) = 406%
1000
N
an = 08250, 0, = 0.4125
2 2
VH = 3,87cc, V0 = 188 cc
2 ,
1 1
o= L0825 (4237) (188 ee) T (0.41250) (4067K) (367 cc)_
(0.8254) (423%K) 4+ (0.4125) (406%)
65,500 - 64,600 900 )
B I A MR S 7
I\ 39+ 167.5 5i6.5 © 174 ce

0.0105 in3
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. 3.8 * BELLOWS USING FULL BOILER PLATE VOLUME AND CHARGING
TO 1000 PSIG.

For 100°C and 1000 psig use in 40 AH volume,

T CIYRTERS TR

I , - 1.133 Th, = 1.133 373) = 423%
2 2

X
}

To2 = 1.088 102 = 1.088 (373) = 406%
2 )

H, = 1.50 moles

3
E ) N0 = 0,75 moles
z
E

H, = 59 cc

o
i

294 cc

(L5010 (423%)_ (294 ce)_- (0.754) _(406°K)_(596cc)

Av =
E (1.504) (6?,30}() + (0.754) (606°K)
vV = (186,000cc) - (151,200ce)
A (6.35) 4 (304)
{ 'c "
gom Ml g

2¢265 in3

o ST
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TABLE V

NOMENCLATURE DEFINITION

= Area

- Specific heat

- Heat Transfer coefficient
~ Pressure

- Heat dissipation rate

- Gas com,tant

- Temperature

- Volume

- Weight
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APPENDIX III

RANDOM VIBRATION ANALYSIS

1.0 INTRODUCTION

A random vibration analysis was performed to verify the lightweight
regenerative fuel cell design,shown in Figure 59, and to optimize the
mounting configuration for the stacking of the cells in series. The
extent of the analysis was limited to the outer shell and the core,

which is the inner tube with the electrodes.

2.0 SUMMARY

The design for the lightweight fuel cell is structurally sound, pro-
vided that added supports are made to both the forward and aft ends
of the core., The locations of the supports on both the core and outer
shell are not critical. Figure 71 shows a free-body diagram of the

recommended design,

3.0 DISCUSSION .

3.1 DESIGN PARAMETERS

Figure 60 shows the accelerationspectral density spectrum to be used
for the design analysis. During the random vibration excitation, the
internal pressure of the shell and the pressure drop across the core

were assumed to be 600 and 0 psi, respectively.
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Figure 60

Random Vibration Environment.
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3.2 PEAK CRITERION IN RANDOM VIBRATION TESTING

3.2.1 Qverall Acceleration Spectral Demsity

The overall spectrum is given by:

f

2 ¥
grms = (2] g, W(E)4E)
300 1000 2000
- .849  \% X . -1.59
= .00236 £ dE)? + 3dd T+ 17700¢” *dg
‘rzo ,_ ) (raoo ) J1000
grms = 6.95 + 14.5 + 13,1 = 34.55g's

3.2.2 Equivalent Peak Sinusoidal Vibration

The equivalent sinusoidal vibration based on the random vibration

spectrum is given by:

Ae = 3 é% wgfgz fn)%

where

Ae = Equivalent sinusoidal input, g's rms
W(fn) = Acceleration spectral density at resonance
fn = Resonant frequency

Q = Dynamic magnification

The factor 3 is used to envelope the 30 peaks of the random spectrum.

The O-peak sine vibration ia:

A = ¢3-Ae
A = 3(nwggn2fn)%

The maximum acceleration response is:

W = QA

W o= 3 W) (1)
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If the natural frequency is greater than 2000 Hertz, the maximum

acceleration response is tabulated below at the transition points

of the spectrum. The dynamic magnification (Q) is equal tc ome.

f

300
1000
2000

The maximum response for a natural frequency greater than 2000 Hertz

is 92 g's.

WE W
.3 90
3 300
.1 200

”

W(gs)

50.4
92
75

This response exceeded the overall spectrum input of

34.55 g's (see Section 3,2.1).

3.3 OUTER SHELL ANALYSIS

3.3.1 Natural Frequency of Shell

The outer shell will be secured at two locations as shown in Figure 61.

_\_\_\7_
I
-4»—Ej——;FP
{
h— 1

OUTER SHELL FREE-BODY DIAGRAM

Figure 61

1

12

19



O TR LR LA

—

R

The distance between the supports will be treated as a variable.

The internal pressure will greatly influence the natural frequency
of the system. The expression for the natural frequency of a pres-
surized cylinder is given by:

2 2 4 t/x)% 2?2 2 2
r-ow, = + +HA tH 2
T (mZa%)2 12(1-v) o 9" @
= Un
and fn o
where

wn = Angular natural frequency, rad/sec

= = = pr = mr
fix %%E T, %E A m.r
P = Internal pressure = 600 psi

r = Tube radius = 1,23 inch

t = Tube wall th'ckness = ,020 inch

£ = Modulus of Elasticity = 31 x 106 psi

L = Length between supports, in,

v = Poisson's ratio = .32

= Number of axial half waves = 1

Number of circumferential waves = 2
= Mass density = .307/386 = ,000795 lb-sec?/in”

© B 3
L}

Figure 62 is a plot of thenatural frequency (f,) versus the length (L).
The frequencies are all near 2000 Hz, and the responses will have

small amplitudes.
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3.3.2 Stress on Shell

With the extremely high natural frequency of the shell, the maximum
acceleration from the random vibration is 92 g's (see Sectiom 3.2.2).

As shown in Figure 61, the two stress components are given by:

o, = 49T 4+ pr 3
1 t T 3
q’ "
oy = r
2 4re T %E )
where
= 600 psi

= Inertia loading component normal to the surface
(7]

Wave w

Assuming the acceleration response to have sinusoidal distribution

over the length of the shell

Wave = == W = -4 (92) = 37.4g's
m TT2

w = pt = 3071 x 020 tn = 00614 1b/1n?
in

Substituting

q = (37.4)(.00614) = .25 1b/in

The resulting stresses are shown in Figure 63. The length between

the supports (L) has very little effect on the 0o Stress. As shown,

the stresses are below the yield strength of Inconel 625,




3.3.3 Buckling of Shell

- \ The critical buckling stress of a pressurized cylinder is given by:
0 o = @ +0G) Et )

The constants C, and AC, are a function of r/t and B.(%)z, respectively.
- E

The internal pressure increases the critical buckling stress. From

"Shell Analysis Manual" by E. Baker -

Cb = ,32%
é ac, = .23 -
Solving |

E O = 270,000 psi

The buckling stress exceeds the design stresses by a large margia. 3

3.4 CORE ANALYGSIS

As shown in Figure 59, the core is a multi-layer cylinder. It is assumed
t that the perforated Inconel tube provides the strength and stiffness for
the entire assembly. No pressure drop across tl.e surface of the core is

assumed,

3.4.1 Equivalent .ore Wall Thickness

ATIRT

Since the Inconel tube is perforated, an equivalent wall thickness
is calculated to simulate the same stiffness and load carrying cap-

ability, Figure 64 shows a typical perforated surface.
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_<E:::;>—_ =, 1878
: d =, 0.5 )

ke— b — .

e

TYPICAL PERFORATED SURFACE
Figure 64

The equivalent thickness is calculated as follows:

thQ = (b-d)t
_ (b-dt _ (.0625) t
Eq b .1875 =3B
= ,006067 (for t = ,020")
= .00334 for t = 010")

10% is added for the plaque, matrix and sintered nickel.

:EQ = ,00734 inr, (for t = ,020")

= ,00367 (for t = ,010")

3,4.2 Natural Frequency of Core

As shown in Figure 59, the core is restrained by a tube in the axial
direction. The lowest frequency mode occurs at the top cap which
acts as a diaphragm with a concentrated load in the center. Figure65

shows a model of the top cap.




i '*1 rﬁ-Zf;

e
r
rt

MODEL OF TOP CAP
Figure 65

The natural frequency is given by:

Wdz(l'vz)

where

E = 30 x 106 psi

t = ,020 in

d = 1,96 in

v = 3

W o= 771
substituting

fn = 123 Hertz

Two ~onfigurations were analyzed for vibration in the lateral

direction. They are show: i Figure 66,
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BANN,
<p—
\\‘T
s

f*yz‘-{ e T T
b L —

Configuration 1 Configuration 2

LATERAL VIBRATION OF CORE
Figure 66

Configuration 1 depicts the current design. The tube length (2)
has not been selected. Since the core is much stiffer theu the
tube, the effect of the core can be ignored in the frequency

equation. The natural frequency is given by:

1 6E1

= - —— e——

S TS

where
E = 30 x 106 psi
4 4

= .785(1‘01+ - ria) = ,785(.125 =~ .0304) = 000191 in

W = Total weight of core = .77 1b
J = Length of tube, in.

Substituting

£ = 66041/ )

n

The frequencies are plotted in Figure 67.
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The natural frequency for Configuratiom 2 is givemn by Equation 2.
Since the perforated cylinder is also made from Inconel 625, the
mechanical properties are the same as the outer shell., The differ-

ent variables are:

r = .98 in.
t = .00734 in (See Section 3.4.1)
p = 0 psi
. 2,. 4
p = (pt) -~ w = _.01149 = ,00407 1b- i
tg ts  (.00734) (386) sec”/in

The results are plotted in Figure 68.

3.4.3 Stress on Core

For vibration in the axial direction (see Figure 65), the maximum

stresses on the top cap are:

2
2r
e SR 2
2t d
e 2
s = M 1= iro )
t 2t 2 a2
where
6, = Radial streas
ot = Tangential stress
W = W W

core

W 3 JﬂQW(fn)fn (Equation 1)

158




Assume Q = 15

. .849

W(f,) = .00236 £, (See Section 3.2:1)

fn = 123 Hertz (See Section 3.4.2)

Substituting
I/

f W o= 83.6

W 83.6 x .77 = 63.3 1b

ry = Tube radius = ,125 in.

[EUEPOSON

= 1l/v = 1/.3 = 3,33
d = 1,96 in
3 t = ,020 in

Substituting into the stress equations

{ o. = 75,000 psi

°, = 22,600 psi

The yield strength of the Inconel 625 is 60,000 psi. Therefore,
failure is predicted unless an additional support is made to restrain

the core in the axial direction.

The tube stress from the lateral vibration on Configuration 1, shown.

in Figure 66,is given by:

c = Md
21
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where

M = W W
2
"
W =3 ,,‘1'rQW(fu)fn (Equation 1)
W(E) = .00236 fn.849 (See Section 3.2.1)
£ = 6601/8 (Equation 6)
W = ,77 1b
d = .25 in

I = ,000191 in4

Figure 69 shows the results o® the tube stress. The stresses are
all above the yield strength of pure nickel which is 50,000 psi.
Therefore, the current design, depicted by Configuration 1 in

Figure 66, will not work.

The stresses on the core for Configuration 2 are given by Equations
3 and 4. Since the pressure drop across the surface is zero, the

equations are reduced to:

= 4T
% t
o, = aL’
4rt
where

& 3 f’nQW(fn)fn (Equation 1)
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Assume @ = 15

.849

W(fy) = .00236 £, (See Secrion 3.2.1)

fn = Figure 8

Wowe =2 W (Assume Sinusoidal Distrihution)

4]

.98 in

i

(g4
L}

.00734 in (for t actual = ,020)

= 00387 in ffor t actual = ,010)
The results are plotted in Figure 70. As shown, the stresses are
below the yield strength of Inconel 625 which is ~1,000 psi. These-
fore, an additional support at the front end of the core is needed

for the lateral vibration,

3.4,4 Buckling of Core

Equation 5 is used to determine the critical buckling stress of the
perforated Inconel cylinder. With no pressure drop (p=0), the

equation is:

UCR = Cb E E
where
Cb = ,325 (for t actual = ,020)
=« ,28 (for t actual = ,010)
r = .98 in,
t = ,00734 in, (for t actual = ,020)
= ,0036 (for t actual = ,010)
Substituting
Oop = 73,000 psi (for t actual = ,020)

= 32,400 psi (for t actual = ,010)
The buckling stresses exceed the design stresses by a large margin.
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3.5 CONCLUSION
Results from the dynamic and stress analyses indicate that:

(1) An additional restraint is necessary 2n the aft end of the

core for vibration in the axial direction.

(2) An additional restraint is necessary on the forward end of
the core for vibration in the lgteral directionm.

(3) The unsupported lengths of the core and outer shell are
not eritical. The supports should be in line, as showm in

Figure 71, for continuity of the loed path.

Figure 71 shows the recommended design.
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FIGURE 71.

(i

RECOMMENDED DESIGN - FREEBODY DIAGRAM
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APPENDIX IV

THERMODYNAMIC ANALYSIS

A flow diagram depicting the anlaysis program to calculate respective gas
pressures as a function of time is shown in Table VI. The thermodynamic

analysis procedure has been explained in Appendix II as a segment of the

boiler-plate design analysis.

An initial computed plot of gas pressures as a function of time during the
discharge mode is shown in Figure 72. The plots of pressure differentials
of the hydrogen gas and the oxygen gas during discharge are shown in Pigure
73. The latter figure demonstrates the effect of mass imbalance on the
pressure differential during discharge. Figure 74 demonstrates a series

of plots of gas pressures of a balanced system and the pressure effect of
systems with deliberate mass and volume imbalance. An explanation of each
of the curves of Figure 74 is as follows:

Curve #1 - nNalanced System

This curve represents a molarity balance between the H, and O5. The Hy
volume is twice the 0, volume (corrected for compressibility) representing
the theoretical (no tolerances considered) volume of the current fuel cells.
The initial mass of H2 and 0 is calculated from:

W - (PV) W _ PVT)
0. = (= and "H, = \—
2 ZRT. 0, 2 ZR H,

Where the initial pressure for each ga: 1s 000 psi, the volumes are bal-
anced as described above, the temperatuc-e is T = 582°R (50°C), and the

gas constants and compressibility factors evre values fo~ the respective
gases. It should be noted the initial pressures are not balanced since

we have a small AP at time zero in Curve #1. This is due to the heat
transfer portion of the original computer program which predicts immediate
temperature differ “ials in the cell. This inaccuracy has been corrected
with a new and more sophisticated heat transfer portion of the program.

Curve #2

The balanced mass of H, calculated for Curve #1 was arbitrarily increased
1 percent, thus slight{y increasing the pressure of the Hp. The program
calcurates the initial increased pressure of the Hy and the resulting
effect upon the initial Oy pressure due tc¢ bellows deflection. All other
input parameters are the same as Curve #1,
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TABLE VI

FLOW DIAGRAM FOR SYSTEM ANALYSIS - H2 0, FUEL CELL

2

v ¥ T Bddnd S gl bt At el
e e S T T P TR

DEFINE SYSTEM PARAMETERS:

H,§Initial mass, initial temperature,
initial pressure, initial volume,

02 mass rate change, heat dissipated, -
thermal mass, ambient temperature

system configuration including

geometry, material properties and

structural stiffness of shell and

a3 —— T T

e e T s —— e A ST e

B s Lo £ St G

I AL S tHR s i o

matrix
T Express AP = Pnz - P02
as a function of the
A preceding parameters
ZWRT ZWRT
EXPRESS TEMP. of 0,, H,, & = ) - ("v"")o
matrix, and shell is a H, 2
function of time, during

transient heating
(discharge cycle)

UTILIZING NUMERICAL
ANALYTICAL TECHNIQUES
SOLVE FOR AP 1s a

function of time while

EXPRESS VOLUME of O, and
Hz as a function of P

0 varying the appropriate
2’ design parameters
PHZ» TM’ and Ts (Bellows

deflection and shell

deformations of matrix
lAand outer shell)

' a) Define optimized system
A configuration to obtain
a AP ~ 1 psi throughout
discharge cycle
EXPRESS COMPRESSIBILITY b) Define system sensitivity
For H, and 0, as a to variations in the
funct? .n of pressure and dafined parameters
temperature Ay e -

Express Mass of H2 and O

2
as a function of time
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Wi Hy: 0041518
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FIGURE 72. PRESSURE PLOTS OF BOILERPLATE FUEL CELL

DISCHARCE CYCLE
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e T,

Curve #3

The bzlancel mass of 0, calculated for Curve #1 was arbitrarily increased
1 percent affecting initial pressures slightly (again, calculate in the
program). All other input parame*ers are the same as Cu:ve #1.

Curve #4

The 0, volume was arbitrarily increased 1 percent with iew initial masses
calculated for the 0, and Hy at 600 psi by:

/ ’
W PV W PV )
O = —— = et
2 R/, and H, ZRT

(all other parameters are the same as Curve #1).

Curve #5

The balanced H, volume was arbitrarily increased 1 percent with new

masses calculated as in Curve #4. All other parameters are the same as
Curve #1.

Curve #6

The same balanced system as Curve #1, except the bellows stiffnes-s is
decreased by a factor of two.

Curve #7

The same 1 percent _ mass increase as Curve #2 except the bellows stiff-
ness is decreased by a factor of two.

Curve #8

Balanced system as in Curve #1 oxcept the flight weight shell is analyzed.

Subroutines in the program have been upgraded to better predict temperatures
in the oxygen and hydrogen during the discharge cycle. Includes at the end
of this appendi» is a printout which represents a fuel cell discharge cycle
at 33.33 amperes for 1.2 hours, followed by a charge cycle at 2,0 amperes
for 22.3 hours and a 24-hour dwell time after cnarge. Ihe pr.gram computes

the oxygen and hydrogen temperatures and pressures as a function of time
with a given set of input parameters.
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T

TEMPERATURE EXPRESSIONS

A) CLARGE CYCLE

= (ZWRT = (IWRT
P = & o, fy, = Gy }“2
REVISED TERMS
/
moz = X (variable)
dWo, _ _ .298 .
dat 2 = 45k Ic (1b/hr) (variable)
, - <
Top, = To + & fi-e L‘lﬁst_c) @ (1-e Te
hsAs (WC)s hsAs
T/ T o+ ( -hgAgte -fe
oy = T 2-e S22 L. T
2 o heA, ey, ~ ¢ ‘e
te
/ Qe —
or Top = Tg *+i— 1-e c)
s's
vhere
Qc = VI
when V = 0.4 volts
Qc = 0.4 i (variable)
For I, = 2 amps Q. = .8 watt
/ heAgt fe
~lighste -
Tl—T+Q° 1- (‘fJC) +i?91 T
Hp = %o "RA; K ¢ s h_A T e

s 8

s S
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A R

t
or / 2Qc - C/Tc
T = T + l-e
H2 s h A
s's
’
W,-_HZ = Y (variable)
My = - B0 1 (1b/hr)
dt
B) DWELL END CHARGE
Wy, y aw
V4 ¢] 7 H
02 £,/ . 2 H c 2
” ”
dt dt
. ' ks
T02 = T, + (T02 -T,) e (weY D
» , -hihs
Ty, = T» + (Tyy = To) e g, ¢t
C) D1SCHARGE
dwW ’
W, ! W, = /’——}12- td + W,
i, = tg * W i \ dt i
2 a 9 2 d 1y
Moy -~ 298 1, (b/hr) Wy, '9%% T ,(1b/hr)
dt 454 dt
Ig = 33.3 amps tq ) Y
- - S S 0
( d
" B le \WC 1 _ _
o, = T, 7 F\‘d?\ "TOZ To hghs
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P i

YTy

P ——

tq

= Tc 'hsAst d
I ¥
e Q4 2Qd(1-e o Q
THZ " To ¥ hehs ¥ Beds ve (s THZ ~To- ﬁng

D) DWELL END DISCHARGE

wio - WMoy t; + ¥
2 & ) 2

i}

W. = de + W
Y02 ) dtz d H,y
d

dw dWy
°2 = o0 2 =0
dt dt

-hsAstd
4y I
T, = T 4+ (I - Ty, (W)
09 o] 02 0

/

_hgAg &y
y (WC)
/] _ 4y - S
THZ = To + (TH2 TO) e
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S —

2 -
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TR BT A S E T T Ty Y

Frmy oris eveTEp aMsy veyS

apen, TEUO (DY =502,

cuelt AL THICK. (IN) =2.25

K1 (RTUMHR F) =2,725

K2 (BTU/HR F) =23.48

K3 (BTU/HR F) =24,43

K4 (BTUMHR F) =21,26

44 (L8) =7,428

WS (Lb) =213.50

CH2 (ETU/LB F) =23.u44

Co2 (BTU/LB F) =2.221

C (BTU/Lb F) =7.80

CS (BTU/LS F) =2.11

INITIAL WT, OF OXYGEN (LB) =?,0328
INFTIAL T, OF HYDROGEN (LB) =?,00415
INITIAL 62 VOL =218,.22

INFTIAL H2 VBL =237.67

(B =?.168

DI SCHARGE TINE CHRS) =?1,2

Q (BTU/HR £) =778.3

CURFENT (AMP) =233,33

DWELL AFTER DISCHARGE TIME C(HRS) =20,
CHARGE TIME CHRS) =722.8

Q (BTU/HR F) =2.,75

CURKENT (AMP) =2~2,

DWELL AFTER CHARGE TIME (HRS) =724,

DISCHARGE TIWE

TCHRY  TCMIND T62 TH2
.00 00 .282E+03 L5R2E+03
.05 3,00 L587t+03 ,588E+03
.10 6,00 J590E+03 ,596E+03
) 9,00 ,553E+03 ,L603E+03
20 12,00 ,5960L+03 L608E+03
25 15,00 L600E+03 L613E+03
30 18,00 L602E+03 L616E+03
w5 21,00 J6USE+03  L61IE+03
A0 24,00 LB06E+0I  ,622E+0]
oith 27,00 L60TE+03 (625E+03
S0 30,00 L610E+03  ,62TE+03
D5 33,00 L611E+03 . 629L+03
60 36,00 L613E+U3 L,631E+03
65 39,00 L6ILE+LUI  L633E+03
o710 42,00 L61TE+03  L635E+U3
oI5 45,00 L616E+03  L636E+03
W2U 48,00 L615E+U3  ,638E+03
85 51,00 +620L+03  L640E+03
90 54,00 L622E+03 L6410+03
95 57,00 ,623E+03  643E+03

1.00  60.60 L622E+C3  L644E+03

1,05 63,00 626E+03 L645E+)3

1.10 66,00 L627E+03 ,647E+03

1615 69,00 . 629E+03 ,640{+03

1.20 72,00 629E+03 ,G4OE+U3
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»600E+03
+O86E+03
«OTOE+C3
«DS4E+03
« 936E+03
«518E+03
J493E+03
<480E+03
» 46 1E+03
44 2E+C3
< 422E+03
o 4UZEH03
0 382E+03
« 36 1E+03
TR R TX)
« 320E+03
« JUCE+U3
» 2T9E+03
2 258E+03
o 23TE473
« 2150403
« 154E+03
o 1T3E+03
» 1D1E+03
« 1308403

PH2

« 600E+C3
» DRTE+03
29726403
«956E+03
«939E+03
« 9216403
«203E+03
o HELEHQ3
o 465E+03
« 445E+03
~425E+03
«406E+03
» IBSE+03
« J65E+03
« J45E+03
« J2HE+03
o J03E+G3
o 282F+03
W C61E+03
e UL
. 198403
o 19BE+03
« 176E+03
« 155E403
» 133E+03




TCHR)

17,00
18.00
| 19,00

E 20,00
21.00
22,00
22,80

RTINS

CHARGE TIaE

T(MEND)

<00
60,00
120,70
7200
240,00
300,00
360,00
420,00
480,00
540,00
600.00
663,00
120,00
180,00
840,00
900,00
960,00
1020.,00
1080.0G
1140,00
1200,00
1260,00
1320,00
1368.00
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+629E+03
«602E+03
«DY2E+03
«989L+03
«ORASE+03
584 E+03
o O84E+0]
«O88E+0D
«282E+03
o DETE+03
«DEIE+03
«283E+03
«981E+03
o 282E+03
«H83E+03
«D83E+03
¢ D83E+03
«983E403
« 5826403
«583E+03
«582E+03
«283E+03
«583E+03
«H83E+03

ji DWELL AFTER CHARGE TIME

TCHR)

.00
1.00
2,00
3,00
4,00
i 5,00

6,00

7.00

£.00

%,.00
1C.00
11,00
12,00
13,00
14,00
15,00
16,00
17,00
185,00
19,00
20,00
21,00
22,00
23,00
24400

TCMIND

.00
60,00
120,00
180,00
240,00
300,00
360,00
420,00
480,00
540,00
600,00
660,00
720,00
720,00
$40.00
900,00
960,00
1020, 00
1080,00
1140,00
1200,090
1260,00
1320,00
1380,09
14406,00
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«983E+03
«583E+03
o DR2E+03
«SR1E+03
« S81E+03
¢ 982E+03
« S82E+03
« 2B2E+03
« SR1E+03
« 982E+03
« S83E+03
« D82E+03
¢ 982E+03
« DB2E+03
o OR1E+03
« SR0E403
+582E+03
«D82E+03
« 58 1E+03
«OC2E+03
«OE2E+03
«281L+03
«582E403
« SEE+03
« S82E+03
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TH2

«649E+03
«605E+03
«254E+03
S B89E+0D
«o26L+03
o ORAT+0]
«284E+03
o580 E+03
«D83E+03
«>BIE+03
«E3E+03
«DE3IE+03
«283E+03
«D83E+03
«983E+03
«283E+03
«283E+03
«583E+03
«983E+03
«983E+03
«D83E+03
«O83E+03
«283E+03
«583E+03
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«983E+03
.D82E+03
DL 2E+03
«982E+03
«582E+03
« 90 2E+03
+H82E+03
«282E+03
«DR2E+03
oS 2E+03
«982E+03
«OE2E+03
.582E 03
» I82E+03
« 98 2E+G3
0 DE2E+03
« 5028403
«982E+03
W 502403
«582F+03
2582E+03
«OR2E+03
«HB2E+03
¢ O82E+03
» 5828403

e

« 13Ge+(03
o T45E+G3
« 1T1E+03
e 154E+03
2176403
«241E+03
«263E+03
o ?89E+U3
«J 136403
«337E+03
«361E+03
«J85E+03
<405E+03
#433E+03
<4STE+03
«481E+03
«505E+03
«929E+03
«953E+03
«STTE+03
«601E+03
«625E+03
«649E+03
«668E+03
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» 668E+03
«668E+03
066 TE+03
o 66TE+03
« 66 TE+03
« 66 TE+03
66TE+U3
66 TE+03
s 66TE+03
« 66 TE+03
« 66 TE+03
6ETE+LS
«66TE+D3
# 66 TE+03
066 TE+(3
66 TE+03
66 TE+03
«66TE+(:3
o GETE+03
+66TE+0T
56 TE+(3
. 667E+b3
o 66 TE+33
« 66 TE+03
« 66TE FO3

PH2

« 133E+03
« 150E+03
o 172E+03
« 135E403
«C 1EE+G3
o 242E403
«265E+03
» 282 E+03
o3 13E+53
+IITE+O3
+J61E+03
« 385E+03
« 409E+03
«433E+03
JUSTE+(I
481E+03
«505E+03
«529E+03
«553E+03
O TTE+03
«601E+03
«625E+03
«649E+03
«669E+03

PH2

« 669E+03
« 668E+03
«668E+03
» 668E+C3
« 668£+03
« 668E+03
«6C0E+(3
« 668[+03
» 665403
« 668E+03
«663E+DJ
e COCEHDS
o LOBE+US
o 66EE+03
o 6GEE+0T
» 668 £+03
» 662403
« GCEEH0T
o« E68L+03
« 66EE+03
o 66EE+03
» 668L +53
6684 )3
o 665E+ )3
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